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CWF Varnish
350 g/l and less Samples 58
(GLERIY CEmPEN Interior VOC content Solids el Recommended substrate/ . L R
Product Name, X (sq ft/gal) Coating Characteristics Drying time
Exterior (gm/l) (% by volume exposure
Components
Bonakemi, . | 350 34 N/A Commercialfinstitutionaliresidential hardwg Durable, nonflammable, fast-drying, abrasion resist 2-3 hrs
BonaTech Traffic floors
Deft, . ) .
Defthane Polyurethane Varnish IVE 350 44 500-600 @ 3 mil Furniture, floors, doorsjicats N/A 1 hrtouch, 8-10 hrs recoat
Valspar (McCloskey), . Wood doors, trim, window sills, outdoor . . ) . 8-10 hrs touch,
Man O' War Marine Spar Varnish 6501 E 350 56 450-550 @ 3 mils furniture, railings, wooden boats UV resistant, resists cracking, peeling 24 hrs recoat
Valspar (McCloskey), . . - . y . 30 min touch
Heirloom Stain and Finish | 350 27 400-500 Furniture, cabinets, doors, panetiig, Full brushability, heavy film build 1-2 hrs recoat
Vista Paints, . . . . . 4 hrs touch
105 Gloss Varmish IIE 336 56 400-500 Doors, trim, furniture, cabinets leawater stain resistant 24 hrs recoat
Griggs Paint, . .
TT-V-119D Spar Varnish E 334 N/A N/A Wood surfaces Water, mildew resistant ofils
Mgltl-clean, | 340 28 800-1,000 Wood floors Tough, scuff/mark resist 2 hrs recoat
Final Floor
Spectra Tone (Yukon Finishes), Cedar, redwood, log & timber homes, wogd " . . P 6 hrs touch,
Wood Shield Film Forming Gloss Finish #265( E 313 61 200-250 sidings, fences UV, water, mildew resistant, resists cracking, ! 24 hrs recoat
J-E. Mosers, - IIE 296 N/A 300-500 Floors, bar tops, doors, windows Durable, non-ygllowmg, v res!stant, high wear N/A
Waterborne Urethane Finish resistance, fast drying
BEHR,
Crystal Clear Hi-Gloss W/B Polyurethane 620, 65, I/E 280-283 N/A 400 Floors, table tops, cabinets, fund, doors Durable, long lasting clear finish, nafiowing 1 hr touch, 3-4 hrs recoat
630
Diamond Vogel Paints, . . . . X 15 min. touch,
H20 Acrylic Polyurethane Varnish | 280 29 232-464 Wood floors, cabinets, doors, furmitur Fast dry, water reducible, resists yellowing 1-2 hrs recoat
Glitsa American, . 1 hr touch
Infinity Safin, Semigloss, Gloss | 278 35 400-500 Wood floors Scuff and scratch resistduntable 2.5 hrs set
Hillyard Inc., 1 hr touch
Tip-Off Gym Finish | 275 N/A 500-700 Gym floors Fast dry 4 hrs recoat
Benjamin Moore, 1 hr touch
Benwood Stays Clear Acrylic Polyurethane 273 28 350-450 @ 4 mil Interior wood surfaces inchglfloors Clear, durable, non-yellowing, low odor
2-3 hrs recoat
Low Lustre 423
Vista Paint, ) . ) ) ) . 30 min touch
108 Acrithane High Gloss | 267 29 400-500 Woodwork, cabinets, furniture, pargli Outstanding water & chemical resistance 2 hrs recoat
Vista Paint, ) . ) ) ) . 30 min touch
109 Acrithane Semi Gloss | 266 28 400-500 Woodwork, cabinets, furniture, pargli Outstanding water & chemical resistance 2 hrs recoat
Diamond Vogel Paints, . - . . . 10 min touch
Old Masters H20 Acnylic Varnish | 252 31 248-489 Bare and previously finished woodesies Fast drying, water reducible, non-yellowing 1 hr recoat
Valspar (McCloskey), Floors, stairs, furniture, cabinets, trim an - X . . 30 min touch
Heirloom Crystal Clear Polyurethane | 260 25 400-500 crafts Durable, clear finish, heavy film build, non yellmg 1-2 hrs recoat
Valspar (McCloskey), . . . X . . 1 hr touch
IIE 250 27 400 Cabinets, furniture,, walls, entry doors| Scrubbable, stain, grease, fingerprint resistant
Clear Coat 4 hrs recoat
BonaKemi, ) ) . . .
- | 250 33 500-600 Interior residential & commercialdte Fast drying, non flammable 2-3 hours
Tech Mega Floor Finish
Valspar, Wood, fiberglass, wallboard, metal, concrgte, . . . 1 hr touch
Duramax Clear Protector 93701 IIE 250 31 400 masonry Scrubbable, stain, grease, oil resistant 2 hr recoat
Behr, . ) . . 1 hr touch
Premium Plus With Style Crystal Clear 780 | 249 N/A 300-400 Smooth bare wood surfaces long lastiog-yellowing, moisture, wear resistan 2.3 hrs recoat
Behr, . . . . .
Deck Plus Wood-Toned Waterproofing Wood Firfish ~ E 247 N/A 250-300 Unsealed wood, Qecks, siding, fences,| Provides protection against stains, household ofem| 24 hours
400 furniture and UV rays
Minuteman Intl. (Multi-Clean), - . .
Pro-Floor 100 236 30 900 Wood gym floors Durable, resilient, resgstrtching, scuffing 3 hrs
Zinsser (Carver Tripp), . . .
Safe and Simple Super Poly VE 235-249 N/A Hardwood floors, doors, table tops, counter Nonflammable, non-yellowing, resists high traffieda 30 min
. X tops heavy wear
satin, semigloss, gloss
Vvan Technologies Inc., 228 N/A N/A N/A Quality topcoat, fast drying 15:301in

VanAqua-285 Water Based Wood Topcoat
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Columbia, | 224 32 320-400 Cabinets, paneling, molding, furniture Tough, water & alcohol resistant 30-60 min
Clear Acrylic Urethane Gloss 10-670 P 9 9 on i
Van Technologies Inc., . § . .
VanEx 680 Exterior Wood Topcoat E 222 N/A N/A Exterior wood surfaces Flexible, wateriséant, good adhesion 24 hrs recoat
Mlnutemaq Ind. (Muld-Clean), | 220 30 800-1000 Hardwood floors Hard, durable, scidfkmesistant 2 hrs
Final Floor
Columbia, | 212 32 360 Cabinets, paneling, molding, furniture Glouwater & alcohol resistant, exceptional flow 3W+6in
Clear Acrylic Urethane Flat 10-678 P 9 9 ! P i
Manufacturing & Consulting Chemists, Inc., 30 min touch
WCX High Solid Clear Gloss Topcoat, WCX108p- 210 33 300 Interior wood surfaces Excellent abrasioar, resistant, fast drying 1 hr recoat ’
HS
J.E. Mosers, 200 N/A N/A Wood surfaces Extremely durable, highhemical resistant N/A
Woodworkers Supply Premium Spray Lacque Y - g
Ronan Paints, . . . . . 1 hr touch
Vinyl Cote Flat IIE 197 400 @ 3 mil Wood, metal, glass, plastic Weathsistant, good adhesion, non-yellowing 2.5 hrs recoat
ICI Paints (ICI Dulux), . . . .
Woodpride Waterborne Aquacrylic 174-191 27 400-500 Cabinets, doors, paneling, furajtioors Durable, moisture, chem|ca|s, abrasion and mari 1 hrtouch
. . resistant 3-4 recoat
Varnish Satin, Gloss
Van Technologies, Inc. . . Scratch and abrasion resistance, excellent adhdaii 15-30 min touch
VanAqua-485 Water Based Topcoat 190 NIA NIA Kitchen cabinets, floors drying 30 min-1hr sand
Farwest, Hardwood floors, kitchen cabinets, coffe¢ 30-45 min touch
X-6697 Semi-Gloss Aquathane Waterborne Flopr 186 28 250-350 tables, wood furniture, table tops, clear wqod  Non-yellowing, highly durable, stain resistant 3 hrs recoat
Finish trim
FUHR, § . . ) 10 min touch
Multi-Purpose Ultra Clear Urethane 275 | 160 29 N/A Tile, concrete, hardwood floorings Supedarability, wipeable, buffable 30 min sand
Manufacturing & Consulting Chemists, Inc., . . . Abrasion resistant, tough, excellent block resistarar 30 min touch
WCX Clear Topcoat WCX 1020-1080 : 160 29 300 Wood Cabinets, trim, furniture resistant, fast drying 1 hr recoat
Behr,
Premium Plus With Style Venetian Plaster Topcpat | 142 N/A N/A High moisture and high traffic areas Dulabwater resistant 24 hrs
775
Fuhr, ) . . . 10 min touch
Multipurpose Ultra Clear Urethane Finish 255 57 31 N/A High end furniture, doors, cabinets, windo Fast dry, durable 30 min sand
Target Coatings, . . - . 45 min touch
Oxford Hybrid Varnish 7000 IIE 182 N/A N/A Marine and architectural applications Wasistant, durable 1.5 hrs recoat
JFB Hart Coatings, Inc Steel, aluminum, galvanized metal, Superior color, gloss retention, non-yellowing, oo 8 min touch,
HP-146, IVE 100 33 240-480 . ; ; )
1 concrete/block, masonry, wood chemical and abrasion resistance 30 min recoat
Target Coatings, " . . . P . . .
Emtech 8000 Conversion Varnish IVE 80 32 500 @ 2 mil Interior/exterior trim, furnityrixtures UV, water resistant, non-yellowing, sctatesistant N/A
Fuhr, | 73 30 N/A Kitchen cabinets, furniture, molding, pass@ge Excellent Durability, anti-sagging formula, water, 5 min touch
Waterborne Acrylic Varnish 355 doors, millwork, wine racks chemical resistant 20 min sand
Fuhr, ) .
Aluminum Oxide Modified Urethane 855 IVE 57 32 N/A Wood floors Long lasting, durable, weasistant N/A
Fuhr, . ) . . 10 min touch
Waterborne Urethane Finish 255 IVE 57 31 N/A High end furniture, doors, cabinets, wong Fast dry, durable 30 min sand
Cal Western Paints . ) 1 hr touch
Clear Acrylic Glaze IIE 54 27 200-400 Wood, masonry, brick, paneling Cleaw, sheen 3-4 hrs recoat
Fuhr, Hardwood floors, wood furniture, passagp . - . 10 min touch
Ultra Clear Acrylic Urethane 285 : 53 st NIA doors, windows, cabinetry Superior durability, wipe able, buff able 30 min sand
EPMAR, . . .
Kemiko Clear Acrylic Urethane E 50 30 300-400 Wood trim, furniture, cement floprs, facadgs, Stain resistant, resilient 30 min touch
1 storage tank exteriors, bridges 1 hr recoat
FUHR, 50 28 N/A Kitchen cabinets, furniture, molding, passadexcellent mar, water, chemical resistance, greatkihg 10 min touch
Water Clear Acrylic Varnish 375 doors, millwork, wine racks resistance 20 min sand
Fuhr, ) . . "
Universal Acrylic Topcoat 18 44 N/A Shutters, trim, doors, molding, cabinetn Excellent mar resistance, anti-sagging, fast d 30 minutes
9100 Series hardness
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Fubhr, Furniture molding, passage doors, millwofk, . . . 5 min touch
ZVOC High Solids Clear Coat 5000 VE 0 38 N/A wine racks Chemical, water, ani sag resistance 20 min sand
Fuhr, Furniture molding, passage doors, millwofk, . . . 5 min touch
2VOC Low Solids Clear Coat #5200 IIE 0 20 N/A wine racks Excellent penetration, chemicals, water resistant} 20 min sand
Fubhr, Furniture molding, passage doors, millwofk, . . . 5 min touch
2VOC Medium Solids Clear Coat 5100 IIE 0 29 N/A wine racks Excellent penetration, chemicals, water resistant} 20 min sand
JFB Hart Coatings, Inc Steel, aluminum, galvanized metal, | Non-yellowing, UV, stain and chemicals resistamnghly 4 hrs touch
HP-105 Clear, IIE 0 53 350-450 " R
2 concrete/block, masonry, wood scrubable, excellent durability, 2 hr pot life 6-8 hrs recoat
Rockler, 0 N/A N/A All woodworking surfaces High durabilit 2Hours
Sam Maloof Oil/Wax Finish 58699/58677 9 9 v
Silvertown Products, . . X ;
Rhinoguard Wood Defense E 0 N/A 550 Wood decks, houegsifences Weather resistant, su;:ee;(s)tr;\r:?terprooﬂng, w S 72 hours
Tried & True Wood Finishes . . .
Danish Oil, Original Wood Finish, Varnish Oil 0 N/A N/A Kitchen counters, table tops High durability N/A
N/A= Not Available
CWF Sanding Sealers
275 g/l and less Samples 14
Gl @O, Interior VOC content Solids Coverage Recommended substrate/ . L X .
Product Name, X Coating Characteristics Drying Time
Exterior (gm/l) (% by volume (sq ft/gal) exposure
Components
Glitsa American, Inc.,
Snap Dry Quick Dry Waterbase Sealer 261 31 400-500 Bare wood Non-yellowing, fast dry 155 hours
1
Zinsser (Parks Corp.), | 248
Safe and Simple Sanding Sealer
Vista Paint, | 242 28 400-700 Woodwork, cabinets, furniture li Excellent durability, water & chemical resistant L hrtouch
107 Acrithane Sanding Sealer ’ ’  parg Y, 2 hr recoat
Vista Paint, . . . . . . 1 hr touch
TC10 W/B Sanding Sealer | 240 30 850-950 Woodwork, cabinets, furniture, pargli Excellent durability, water & chemical resistant 2 hrs recoat
Rainguard, Decks, resurfaced concrete, cementitioys . . . .
American 700 Clear Masonry Deck Sealer N/A 236 NIA 100 surfaces, other non-resilient substrated Slip resistant, flexible, weather resistant 2 hours
Manufacturing & Consulting Chemists, Inc., . . . . 0.5 hrtouch
WC Sanding Sealer WC-2044 | 235 28 300-400 Interior wood cabinets, trims Powdesd Mast drying 1 hr recoat
Manufacturing & Consulting Chemists, Inc., . . . . 0.5 hrtouch
WCX Sanding Sealer WC-2022 | 233 29 300-400 Interior wood cabinets, trims Powdesd Mast drying 1 hr recoat
. Insl-x, . | 220 35 282 Wood floors, trim, cabinets, stairs, b Waterbase, Non-Yellowing 0.5 hrs touch
Envirocare Sanding Sealer 3 hours recoat
Diamond Vogel Paints, . . 10 min touch
Old Masters H20 Acrylic Sanding Sealer | 181 30 240-481 Interior Wood Surfaces Non-yellowifagt dry 30 min. recoat
FUHR, . . .
Water Clear Sanding Sealer 365 E 50 28 N/A Various wood surfaces Great blocking , taging 15 minutes
FUHR, . . . .
Universal Sanding Sealer 655 E 30 30 N/A Various wood surfaces Deep penetrating dgséng 15 minutes
All Pro, | 1 29 300-450 Doors, trim, cabinets, furniture Fayt don-flammable, excellent penetration 0.5 hr g4 hrs recoat
Acrylic Urethane Waterborne Satin Sanding Sedler ! ’ ! ast ! P :
FURR, E 0 20 N/A Various wood surfaces Excellent penetratiast, dryin 15 minutes
ZVOC High Viscosity Sanding Sealer 5350 p ving
FUHR, E 0 19 N/A Various wood surfaces Excellent penetrafifaist drying 15 minutes

ZVOC Sanding Sealer 5300

N/A= Not Available
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680 g/L and less Samples 12
(GLERIY CEmPEN Interior VOC content Solids el Recommended substrate/ . L R
Product Name, X (sq ft/gal) Coating Characteristics Drying time to recoat
Exterior (gm/l) (% by volume " exposure
Components @3mils
Co.m»:rete, masonry, .SFUCCO’. V\.’OOd’ hardbgard Excellent adhesion, excellent alkali, efflorescencd
Color Wheel, siding and cementitious siding, syntheti resistance. resistant to blistering. cracking. ol
Optima All Prime 330 I/E 115 35 300-400 @1.6mils masonry stucco, aluminum, galvanized me| X ? . 9. i g pmg. . 4 hours
. peeling, mildew resistant, outstanding stain blogki
1 copper, stainless steel, gypsum wallboard, . . .
X i~ X excellent chalk resistance, resistant to moisture
veneer plaster, acoustical ceilings, fiberglgiss
Color Wheel, Structural steel, aluminum, galvanized me Corrosion resistant, early moisture resistanthftast
Aquatec Industrial Acrylic Primer 1635, IIE 87 44 300-500 ferrous metals, copper, stainless steel| ’ resi);tam 2 hours
1 fiberglass, polystyrene, misc. metals
Color Wheel,
Aquatec 1644 IIE 250 N/A N/A N/A High Abrasion, Chemical Resistant AN/
1
Envnronmental Epgmeenng & Coatings, 0 N/A N/A Floors Heat Resistant, chemical resistant AN/
Superior Environmental Products
EPMAR, Cement floors, facades, steel/concrete stoyage
Kemiko Col-R-Tone Il Acrylic Urethane E 50 60 300-400 L ’ X g UV Resistant, non-yellowing 1 hour
1 tank exteriors, steel/concrete bridges, purps
EPMAR, . .
Kemiko 44C Clear Acrylic Urethane, E 50 30 300-400 Wood trim, furniture, Cem.e”‘ ﬂogrs, facadgs, UV Resistant, non-yellowing 1 hour
1 storage tank exteriors, bridges
Trinity Coatings, . . . . .
Nitro LC-530 Water White Clear Lacquer Seriel 550 18 118 High quality furniture, cabinets Non-yeliog 30-45 min.
Trinity Coatings, Apply to bare wood on furniture, pianos| . .
Nitro LS-520 Water White Lacquer Sanding Segler : 550 14 66 cabinets Non-yellowing 25-45 min.
Vista Paint, ) . . ) .
TC60 W/B Semi Gloss Wood Lacquer | 224 30 400 Cabinets, furniture, paneling Excelleatity 20-25 min.
Vista Paint, ) . . ) .
TC80 W/B Gloss Wood Lacquer | 224 30 400 Cabinets, furniture, paneling Excelleatity 20-25 min.
Vista Paint, ) . . ) .
TC20 W/B Satin Wood Lacquer | 214 31 400 Cabinets, furniture, paneling Excelleatity 20-25 min.
ZRC, £ 0 m N/A Carbon steel, cast iron, galvanized/aluni Anti-corrosive N/A

Metallic Zinc Coating

surfaces

N/A= Not Available
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Flats
100 - 50 g/L Samples 25
Coating Company, | . Coverage
Product Name, VS CEIIET Sl (sq ft/gal) REESIIIEIEE SIS Coating Characteristics Drying time to recoat Poel@70 deg./ Shelf Life
(gm/l) (% by volume) " exposure
Components @3mils
Color Wheel Concrete, masonry, stucco, wq Mildew resistant, alkali resistant, resistant|to
Exterior Flat Wall Paint 3700 55 34 300-500 |plywood, hardb.oard, metal, st blistering, cracking, ch|pp|ng, peeling, 4 hours N/A
aluminum excellent adhesion
Diamond Vogel Paints, Wood, masonry, galvanized| . -
BF Series All Season Ext Flat Latex 92 34 182-273 surfaces Superior durability 2-4 hours A
Diamond Vogel Paints, Siding, soffits, gutters, .
BF Series Weather-Plate Ext 100% Acrylic Lt 99 34 276-363 foundations Excellent fade resistance 2-4 hours NIA
Diamond Vogel Paints, .
DF Series Pro-Build Super Flat In Latex 59 30 479 Plaster, drywall, wood, masofiry Flexible 4 hours N/A
Diamond Vogel Paints, Stucco, concrete, masonry, . . . .
MC Series Permaflex Elastomeric Coating 70 45 722 primed wood Prevents penetration of wind driven rain 4 hours N/A
Diamond Vogel Paints, Interior walls, plaster, drywall
DF Series Hi-Build Super Flat Int Latex 59 30 419 wood, masonry NIA 4 hours NIA
Diamond Vogel Paints, Interior walls, plaster, drywall
DF-1524 Int Latex Texture Finish 72 25 401 wood, masonry N/A 12 hours N/A
Dunn Edwards,
Flex Tex Texture Coating Coarse 55 49 40-50 Masonry, wood, metal N/A 4 hours N/A
W 323
bunn Edwards, 65 44 300-450 Interior walls, ceilings Exceptional hilbeng lasting protection 4 hours N/A
Interior Velvet Flat Wall Paint W 401 ! 9 P 9 9P
Dunn Edwards, ) .
Interior Latex Flat Enamel W 3447 60 42 350-400 Masonry, wood, metal Exceptional hideath flow out 4 hours N/A
Dunn Edwards, ) .
Quik-Wall Latex Flat Wall Finish W 2140 65 44 250-350 Primed wood, concrete, mefal Excellatd h 2-3 hours N/A
Dunn Edwards, Durable, applies easily, good hide, excell¢nt
Nevada Exterior Flat W 5807 55 40 75-200 Masonry touch-up 4 hours N/A
Dunn Edwards, Superior hiding power, applies easily, toud]
Interior Maintenance Latex Flat Paint W 6266 60 33 250-350 Wood, concrete, metal up very well 2:3 hours NIA
Dunn Edwards, Superior hiding power, applies easily, toud|
Interior Maintenance Latex Flat Paint W 6196 65 42 250-350 Wood, concrete, metal up very well 4 hours NIA
Dunn Edwards, Construction, maintenance .
Arizona Exterior Latex Flat Finish W 6140 65 35 200-375 painting, interior drywall Good hide, very good touch-up 1 hour N/A
Farwest, Drywall, plaster, brick, cemenf,
#900 Series Wonderglo Interior Flat Acrylic Latgx 55 54 300-400 masonry Tough, durable, scrubable 2 hours NIA
Fanwest, Drywall, plaster, brick, cemen|
#901 Wonderglo High Hide Interior Flat Acrylic 51 37 300-400 ywal. p masc;n ’ ’ Tough, durable, scrubable 2 hours N/A
Latex v
Farwest, 59 31 300-500 Walls, ceilings Excellent wet, dry hiloualities 2-4 hours N/A
#950 Proline Vinyl Acrylic Flat Latex Int. ’ 9 ATy g
Farwest, 55 31 300-500 Walls, ceilings Excellent wet, dry hiloualities 2-4 hours N/A
A-A-2246 Proline Flat Latex Interior ' 9 + ATy nglu
ICI Paints (Glidden), - Good dry hide, excellent touch-up ability, ¢
GL1251 Speed-Wall Flat Interior Wall Paint 57 NIA 400 Walls, ceilings application, quick dry 2 hours 1year
Kelly Moore, Interior wallboard, plaster, I
Acrylic Flat Wall Paint 98 36 300 masonry, ceilings, walls Non-thinning 4 hours N/A
Exterior concrete, stucco,
Rodda, plaster, cement, cinder blocH,
Flat Vinyl Acrylic Wall Paint 93 39 315 wallboard, asbestos shingleg, NIA 3 hours NIA
brick, wood
Sherwin Williams Concrete, block, sheetrock,
Ultra Crete Textured Masonry Topcoat A44W8qo 55 51 70-80 cement, primed steel, prime Inhibits mildew 2 hours N/A

wood
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Sherwin Williams,

Ceilings of primed plaster,

Interior Latex Flat Ceiling Paint A21W89 52 29 350-400 | wallboard, wood, ma§onry, wagll N/A 4 hours N/A
bonded wallpaper, primed me]
Vista Paint, . . ) .
i 97 40 300-400 All exterior surfaces Excellent coldergion, mildew resistant| 4-6 hours N/A
3000 Acribond
N/A= Not Available
Flats
50 g/L & Less Samples 30
(A @I, VOC conten} Solids e Recommended substrate/ . L .
Product Name, (gmi) (Pl (sq ft/gal) exnosure Coating Characteristics Drying time to recoat
Components 9 o by @3mils P
ChemRex, Inc (Sonneborn), 0 27 70-125 Asphalt, concrete, tennis co r[lgurable, regsts \./ar|ab.le weather cqngmo ns, 4 hours
Tuf-trac Tennis Green nonglaring, slip-resistant safety finish
Color Wheel, 29 29 250-400 | VA7 of masonry, metal Hlsz hld:)':)% Zﬁthsiﬂn?ets?:é%ug ﬂ!ifﬁru“ ZS’ 4 hours
Exterior Acrylic Latex Flat 240 surfaces v ’ |
vapor
Color Wheel, 1 35 300-500 st?r?gccerz[e' m:j;n;/ya{lm?d Scrubbable, washable, non-yellowin 4 hours
Hi-Hide Int Low VOC Latex Wall Paint 5500 » gypsum ! ! 4 9
Metal, aluminum
. . Exterior of tanks, metal X .
Devoe High Performance Coatings buildings. structural steel Direct-to-metal or masonry primer, shop|
Direct-to-Metal Primer & Flat Finish 76 44 275-350 inin ?windrails mason ’ | applications, low VOC, low odor, resists figsh 2 hours
DEVFLEX 4020PF 4020-1000-white piping. > Y rust, corrosion resistance
construction
. . Exterior of tanks, metal X .
Devoe High Performance Coatings buildings. structural steel Direct-to-metal or masonry primer, shop|
Direct-to-Metal Primer & Flat Finish 80 44 275-350 inin ?windrails mason * | applications, low VOC, low odor, resists figsh 2 hours
DEVFLEX 4020PF 4020-7100-red piping. > Y rust, corrosion resistance
construction
Diamond Vogel Paints, . . - -
DF-1591 Health Kote 0 38 300-400 Walls, ceilings, trim Durable finish, elent washability 12 hours
Diamond Vogel Paints, Plaster, wallboard, wood, - .
DE-1591 Health Kote Low Odor 0 36 285-380 masonry Durable finish, excellent washability 12 hours
Diamond Vogel Paints, Plaster, wallboard, wood, - .
DS-1591 Health Kote 0 34 271-362 masonry Durable finish, excellent washability 12 hours
Dunn Edwards, . . )
Nevada Exterior Flat Paint W 6267 40 33 300-450 Exterior surfaces Touches up well, plesigood hide 4 hours
Dunn Edwards,
Sierra Low Odor Zero VOC Interior Flat Wall Finigh 0 36 350-400 Exceptional hide Recommended for residiemsie 2-4 hours
W 501
Dunn Edwards . - - .
Acoustikote Interior Acoustic Paint W 615 0 32 150-300 High hiding Acoustic tile, ceilings 2 hsu
Dunn Edwards, . . .
Cover Kote Il Interior Flat Paint W 410 45 38 200-300 Durable, good hide Durable finish, gbink 2-3 hours
Dunn Edwards, . Stucco, concrete, slumpstone, split facef
Exterior Paint Tan W 5995 38 34 200-400 Good hide block, masonry surfaces 1 hour
Dunn Edwards, . Stucco, concrete, slumpstone, split facef
Exterior Paint Concrete Gray W 5996 40 34 200-400 Good hide block, masonry surfaces L hour
EVR-Gard Coatings, Excellent hiding power, interigr
1400 Flat EVRCARE 0 N/A 350-400 surfaces Wallboard, wood, metal, masonry 4-6 hours
Frazee, Resistance to abrasion, blockij N
018 Envirokote Interior Low Odor 5 34 200-350 vellowing, Concrete, masonry, drywall, hardboard, metal 3-4Hou
FUHR, 0 28 N/A Excellent metal mar resistande, Siding, sheetrock, shutters, trim, doors,| 1 hour
Z VOC White Ext/Int Latex Paint 6000 anti-sagging molding
ICI Paints (Glidden),
Professional Finishes Ultra Build Interior Latexaf 36 16 400 Good hide Interior plaster, wallboard, magsnorfaces| 2 hours
GL8020
ICI Paints (Glidden), 36 N/A 400 Uniform flat finish Int/Ext Surfaces 4 hours

Wall Paint Int/Ext Latex Flat 920
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Innovative Formulations Co.

interior drywall, plaster,
concrete, most masonry surfa

one coat, fast dry, excellent weather-abilily

DRAFT

Ecological Paint-Interior/exterior 0 N/A 400-450 X durability, scrub resistance, "hideriffic" 2 hours
covers properly primed wood &
FLAT technology
metal
Innovative Formulations Co. conc"::gorrnizwn?!sgﬁsfa fa one coat, fast dry, excellent weather-abilify,
Ecological Paint-Interior Paint-Mold Not 0 N/A 300-350 ' X y durability, scrub resistance, "hideriffic" 2 hours
covers properly primed wood &
FLAT technology
metal
Rodda, Wallboard, concrete, masonry, cement bldck,
Horizon Flat 13 40 330 Durable cinder block, stone, brick, wood 2 hours
Sherwin Williams, Walls, ceilings, plaster, wallboard, wood
Pro Mar 700 Interior Latex Flat B3OW7700 Serig¢s 40 25 350-400 NIA masonry, primed metal 4 hours
Sherwin Williams, L )
Harmony Interior Latex Flat B 5 Series 0 44 350-400 Inhibits growth of microbeq Drywall, masggrroncrete, cement, blocl 4 hours
Sherwin Williams, - . |
Color Accents Interior Latex Flat Y10 Series 49 36 350-400 Inhibits growth of microbeq Drywall, masg concrete, cement, bloc 4 hours
Smiland (Morwear), Superior hide, non-reflective fl Walls, trim, masonry, drywall, plaster,
Interior Flat Acrylic Wall & Ceiling Paint 160-01 3 45 300-400 finish concrete, wood, primed metal 4 hours
Vista Paint, 16 44 300-350 Good adhesion Wood, plywood, primed metason 4 hours
XA11 Aurora Bond » Plywood, p ™ v
Vista Paint, . .
RC10 Latex Roll Coat 26 37 600 Good adhesion Particleboard, pressboardpplyw 1 hour
Vista Paint, .
6100 Earth Coat Flat 1 39 350-400 Tough, durable Interior drywall, plastemcrete, wood 6 hours
Vista Paint, . . .
3600 Coverall Maintenance Flat 49 38 350-500 Outstanding hide Interior drywall, plastencrete, wood 2 hours
N/A= Not Available
Floor Coatings
100-50 g/L Samples 8
Coating Company, | . Coverage
Product Name, WG @eitE Sl (sq ft/gal) Physical Properties Coating Characteristics Glossdtheristics Drying time to recoat
(gm/l) (% by volume) "
Components @3mils
Cloverdale, Exceptional color retention, water resistant,
02290 Step-Safe Non-Slip Coating 89 51 200-250 NIA abrasion resistant NIA 8 hours
Color Wheel, Exceptional color retention, chalk resistant,
Acrylic Floor, Deck Paint 380 56 7 350-450 N/A abrasion resistant N/A 4 hours
Color Wheel, Excellent adhesion, long term durability, cg
Ultracrete Tex-Trac Concrete Coating 3900 o1 49 200-300 NIA retention, scrubbable, washable NIA 2 hours
nsl-x, Excellent resistance to abrasion, exceptional
Sure Step Anti Slip Coating 97 41 329 N/A X ! P N/A 24 hours
color retention
JFB Hart Coatings, Inc
HP-100, 67 41 650 N/A Non-yellowing chemical resistant N/A 6-8 hours
3
JFB Hart Coatings, Inc . . .
HP-146, 100 30 240-480 N/A Chemical and abrasion resistant, non- 80° @60° 29 minutes
1 yellowing
KST (Thoro), . . . .
Thorocoat F-74 Water based fine textured acrylc 56 49 4 N/A Skid re5|'stant,' UV resistant, §uper|or coldr N/A 24 hours
) X . uniformity, weather resistant
coating for pedestrian traffic
Tough, durable, smooth film, long term
KST (Thoro), 56 38 4 N/A adhesion, resists wind-driven rain, gungys, N/A 2-4 hours

Thorosheen Water Based 100% Acrylic Paint

mildew, excellent color retention

N/A= Not Available
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Floor Coatings
50 g/l or less Samples 26
Coating Company, . Coverage
Product Name, Ve Gl Sls (sq ft/gal) Physical Properties Coating Characteristics Glossdtheristics Drying time to recoat
(gm/l) (% by volume) "
Components @3mils
And.el.<, 0 100 125 N/A Highly resistant tq mechgnlcal damage, ggod N/A N/A
Polajoint chemical resistance
Andek,
Polafloor Epoxy Topping, 0 100 30 Tensile Strength 1750 psi Impact resistant Satin N/A
2
Andek,
PolaFloor P.U.R. Brushable, 0 100 N/A Tensile Strength 2685 psi Impact resistant Satin N/A
3
Benjamin Moore, Adhesion 480psi, Abrasion resistant
M40 100% Solids Epoxy floor coating, 0 100 200 Tensile Strength 850 psi, Taber ! 95%@ 60deg. 12 hours
non—flammable
1 .06g
Benjamin Moore, Tensile Strength 8800 psi, Tal
M41 Epoxy floor sealer, 0 51 325 gsg pst, Impact resistant 50% @ 60deg. 5 hours
1 .
CeRam Kote,
CeRam-Floor 3 Part Self-Leveling Ceramic Slurfy, 0 100 40 Tensile Strength 1637 psi Durable, water tasis N/A 24 hour cure time
3
CeRam Kote,
CeRam-Floor 3 Part Trowelable Resurfacing 0 100 13 N/A Durable, wear resistant N/A 10-12 hour dime
Material,
3
ChemRex Inc (Sonneborne), . . . -
Tuf-trac Tennis Green 0 47 70-125 N/A Durable, nonglaring, slip-resistanegafinish Flat 4 hours
Color Wheel, Non-skid finish and blistering|
381 Latex Floor Paint, Flat, 29 39 200 cracking, chipping and pealingExcellent color retention and chalk resistapice 84355 4 hours
1 resistant
Devoe High Performance Coatings Good chemical and abrasion resistance, low
100% Solids Epoxy Resurfacer 5 N/A 107-321 Concrete floors odor ’ N/A 10-24 hours
DEVFLOOR 525 Cat # 525
Devoe High Performance Coatings .
Waterborne Urethane 17 N/A 320-400 Concrete floors mgg;;?g?ﬁ;i:it’;r: tirﬂzt;\nrg ZE?; ic\/[st:r;ffic N/A 6-24 hours
DEVFLOOR 569 Cat # 569 P
Dunn Edwards, . -
Athletic Field Stripping Paint W 5361 0 37 14-15 N/A Resistant to blistering N/A 2 hours
Farwest, ;
Deck Coatings 2001 37 47 100 N/A Withstands rough weather N/A 1 day
Gaco Western Inc., ) | S
Gaco Flex U-62 0 100 1600 Tensile Strength 2250 psi Good weathenghdlitrability is excellent N/A N/A
Insl-x, Self leveling epoxy for sever
100% Solids Epoxy Coating, 0 100 533 g poxy Abrasions and chemical resistant High Gloss N/A
2 environments
ITW Resin Technologies,
IMPAX 650 SL Epoxy, 0 100 160 N/A N/A Full Gloss N/A
2
ITW Resin Technologies,
IMPAX 700 High Solids W/B Epoxy, 25 96 200 N/A N/A Full Gloss N/A
2
JFB Hart Coatings, Inc
HP-105 Pigmented Polyurethane, 12 63 250-650 Adhesion 5B, Tensile 2609 psi High gld¥sand chemical resistant Up to 95° @60° N/A
2
JFB Hart Coatings, Inc . .
HP-147 polyurethane, 0 N/A N/A Tensile Strength 4000 psi, UV resistant 80° + 5 @60° N/A
1 pH=8.2-9.2
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JFB Hart Coatings, Inc
HP-330 Clear or Pigmented polyurethane, 11 90 480 N/A High gloss, acid and chemical resistan| tAP5° @60° N/A
2
KST (Snow Roof Systems), 1 N/A 100 N/A Skid resistant, qu t crack or peel, UV N/A N/A
Safe-T-Kote resistant
Seal-Krete Anti-skid, waterproof, weather-resistant,
.' 0 N/A 40 Tensile Strength 35.5 psi impact resistant, salts resistant, chloring N/A N/A
Proformance Skid Proof .
resistant
Seal-Krete, . .
Skid Proof EZ Coat 40 67 150 N/A UV resistant, water resistant, salt tasis N/A 6 hours
Sherwin Williams Polyester/urethane cures to
Armorseal Armor-Plex I/E Waterbased Urethang, 41 58 309-464 4 ) . Chemical and abrasion resistant High Gloss 1 day
2 highly flexible film
Sherwin Williams,
Armorseal 650 SI/RC Self-leveling Recoatablg 3 100 50 Self—leyellng, can pe applied fo  Chemical, |mpact., solvent and abrasiorn High Gloss 8 hours
Epoxy, provide a nonslip texture resistant
2
Sherwin Williams Abrasion resistant, excellent adhesion,
’ 0 100 15-50 Self-leveling chemical resistant, impact resistant, seamless, High Gloss 3 days
Armorseal 650HB/RC ; )
ultra-build durable coating
N/A= Not Available
| M Coatings
250-100 g/l or less Samples 25
Coating Company, . Coverage
Product Name, Ve ity Sl (sq ft/gal) LI Coating Characteristics Gloss Characteristics P&t @70 deg./ Shelf Life
(gm/l) (% by volume) " substrate/exposure
Components @3mils
Steel, bridges, tanks, piping, rfil
Ameron, cars, industrial plants, marin Good chemical & stain resistance, tougt, .
Amershield VOC 170 & 234 decks, boatops, concrete wall flexible Excellent gloss retention N/A
floors
Color Wheel Steel, aluminum, metals, woo(d,
X o 120 43 300-500 plywood, wallboard, concretq, Tough, durable, excellent chemical resistgnce N/A N/A
Aquatec Industrial Acrylic Enamel 1600 X
brick, plaster
Color Wheel Steel, aluminum, metals, woofd,
. e 123 40 300-500 | plywood, wallboard, concretq, Tough, durable, excellent chemical resistgnce N/A N/A
Aquatec Industrial Acrylic Satin Enamel 1650 X
brick, plaster
Du Pont,
Corlar VHS 90P 101 90 480 Bridges, Structural steel, 1179 10ss/1000 cycle scrub N/A 1 year
Epoxy mastic, corrosive environments
2
Du Pont, .
Tufcote 72P, 228 36 190 St:ﬁ lr’nﬁi:n;icirr:gal' Excellent color/gloss retention 70 2 years
W/B DTM Acrylic Enamel !
ICI Paints (Devoe), Exceptional corrosion protection, excellept
Bar-Rust 235H 234 74 1187 Drywall, plaster, wood adhesion N/A N/A
. Excellent gloss & color retention, excelleft
IC1 Paints (Devoe), 250 72 1116 Steel, concrgte, masonty. | aprasion & chemical resistance, excelleft N/A N/A
Devthane 359H drywall, aluminum, brick . X o X
resistance to marring, chipping, scratchirlg
ICI Paints (Devoe) Steel, piping, metal buildings Exceptional gloss, color retention, excellgnt
Devthane 378H 225 73 1171 concrete, brick abrasion, resistant tq marring, chipping, N/A N/A
scratching
. Exceptional gloss, color retention, excellgnt
ICI Paints (Devoe), 250 70 N/A Concrete, steel floors, masonty. abrasion, resistant to marring, chipping. N/A N/A
Devthane 379H drywall, plaster, brick R
scratching
ICI Paints (Devoe), . . .
Catha-Coat 302V 246 78 1250 Steel Exceptional corrosion resistance N/A N/A
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Tanks, wood or metal trim,

Excellent gloss & color retention, excellef

nt

190 42 674 shutters, siding, furniture, metal abrasion & chemical resistance, excelleipt N/A N/A
Devflex 4206QlI . X o X
fences resistance to marring, chipping, scratchirjg
Insl-x, Industrial applications over .
Aqualock w/b primer, sealer, stain killer 0500 118 43 230 painted surfaces, top or mid cpat Cross Hatch adhesion- 5 Eggshell, low sheen NIAL yea
Insl-x,
Insl-Thane Il enamel 7500, 174 41 219 Light industrial uses Cross Hatch Adhesion-5 80 N/A/1 year
1
International Protective Coatings, Bridges, offshore structures, tg cellent color. gloss retention and corrosion
Interfine 979 Polysiloxane, 165 76 405 farms and general industrial aﬂg 9 X Gloss 2 hours/N/A
; resistance
2 commercial steelwork
Prosoco Concrete block, Fired clay,
. . 105 18 75-400 marble, travertine, limestone] Multi-purpose N/A N/A
Defacer Eraser Graffiti Barrier :
granite, sandstone, slate
Sherwin Williams, Primed steel and masonry
Epo-Plex Multi-Mil W/B Epoxy, 240 42 224 surfaces, concrete, plaster, 141mg loss/1000 cycles 1 kg load N/A 8 hours/1 year
2 wallboard and wood
Sherwin Williams, Blasted steel on barges, shigs,
Zinc Clad VI, 163 45 241 fabrication shops, chemical| Cathodic protection, corrosion resistancg N/A 8 htdyesar
W/B Organic Zinc Rich Epoxy plants, drilling rigs
Smiland (Morwear), . .
100% Acrylic Grafiti Coat Clear 2554-70 250 N/A 300-400 Mildew resistant N/A N/A N/A
Wasser,
MC-Aluminum 200 Topcoat, 200 76 390 Weathered o.r corroded Stee}, Corrosion resistant matte N/A/ 1 year
1 Galvanized Steel
Wasser, . . 1
MC-Ferrox A 200 Topcoat, 200 74 379 Bridges, RjL;:i:z’Janks’ Shi Weather resistant Low gloss/ matte N/A/L year
1
Wasser, Marine Splash zone, exterio
MC-Luster 200 mid or top coat, 200 74 379 P steel ’ Abrasion, UV resistant 20° -60° N/A/1 year
1
Wasser, . X
MC-Miomastic 200 Topcoat, 200 76 390 Old weathered coat.lngs, off Offshore harsh environments Matte N/A/1 year
1 shore and harsh environmengs
Wasser, Tanks, Chemical/marine
MC-Miozinc 200 zinc-primer, 200 76 390 ' ) Corrosion resistant Flat N/A/1 year
1 structures, bridges
Wasser,
MC-Prepbond 200 primer, 200 76 390 Steel Rust proof Matte N/A/1 year
1
Wasser,
MC-Shieldcoat 200 Topcoat, 200 74 379 Containment ponds and tanjks Color/ glosstien 60°-90° as required N/A/1 year
1
N/A= Not Available
| M Coatings
100 g/l or less Samples 80
Coating Company, . Coverage
Product Name, Ve ity Sl (sq ft/gal) LI Coating Characteristics Gloss Characteristics Pet @70 deg./ Shelf Life
(gm/l) (% by volume) " substrate/exposure
Components @3mils
Alr Products,' 0 57 140-170 Floors Excellent adhesmrT, Fast drying, good wafer N/A 2 years
Aquamarine 701 Curing Agent resistance
Carboline, Excellent corrosion protection, good
Carbozinc 11 WB 0 79 271 Steel P 9 N/A 1 hour

resistance to salting
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Steel, aluminum, galvanized
metals, ferrous metals, coppg

B

r, Chemical resistant, corrosion resistant, fgs!

Aquatec Industrial Acrylic Primer 1635 87 44 300-500 stainless steel, fiberglass, drying, moisture resistant Primer N/A
polystyrene
Devoe High Performance Coatings Good chemical and abrasion resistance, fow
100% Solids Epoxy Resurfacer 5 N/A 107-321 Concrete floors odor ’ 10-24 hours N/A
DEVFLOOR 525 Cat # 525
Devoe High Performance Coatings .
Waterborne Urethane 17 N/A 320-400 Concrete floors mgg;:::gg::ﬂ?s;t ti::t;r:z zﬁgzszc:r;ﬁic 6-24 hours N/A
DEVFLOOR 569 Cat # 569 P
Duromar, . . .
HPL-1110 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL 1111 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-1301 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-1510 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-2110 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-2131 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-2201 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-2221 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-2310 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-2510 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-2510 UW 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-3320 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPI-4300 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-4310 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-4320 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-4321 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-4323 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Duromar, . . .
HPL-5220 0 100 N/A Concrete, floors Abrasion, corrosion resistan N/A N/A
Enviroline, Petrol. Bulk storage tank lining
376F-30 epoxy petroleum industry, 0 100 534 floors, tanks pools, troughs, Abrasion resistance, good flexibility N/A 30min/2 yea
2 sumps
Enviroline, Corrosion/stain resistant, low tem
393-PM epoxy, 0 100 534 Storage tanks, floors S ! P Excellent gloss 15min/2 years
2 application
Enviroline,
394FS epoxy, 0 100 534 Pipe coating repair Corrosion, abrasionteggis N/A 16min/2 years
1
Enviroline, Steel & concrete storage tanis
399-30 petroleum Ind., 0 100 534 X 9 ! Cathodic disbondment resistant N/A 30min/2 years
2 pipes, sumps
Enviroline, Potash mines, ext. pipelineg
399ABR epoxy, 0 100 534 » €xt. pip | Corrosion resistant, abrasion resistant N/A 15min GFION/A
1 slurry tanks
Enviroline . . . . .
! . Pits and pinholes in steel, Chemical resistance, .
124 epoxy (3 ct;re rates available), 0 100 534 concrete Hardness 75-80 N/A 8-12min/ 2 years
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Enviroline, Chem. containment vessels|
150 epoxy, 100 534 storage tanks steel, concretg, Abrasion/ impact resistant N/A 5min @100deg/2years
2 floors
Enviroline, Sewer pipes, lift stations, we]
222 epoxy, 100 534 pipes, ! : Moisture tolerant N/A 10min@ 100deg/2 years
2 wells, containment basins
Enviroline, Waster water treatment
224 epoxy, 100 534 - Chemical/ moisture resistant N/A 21min/2 years
2 application
Enviroline, tanks, Waste water treatmer{t
225 epoxy, 100 534 ! Acid resistant N/A 10min@ 100deg/2 years
2 plants, steel & concrete, floots
Enviroline . N .
S Wastewater treatment basing, Abrasion, impact resistant, .
232 ep02><y lining, 100 534 Steel, concrete, storage tanks. Chemical resistant N/A 7min@ 100deg/2 years
Enviroline, | .
240CW epoxy, 100 534 Concrete/ steel, car washe Thermal and mechanical shock resistarft N/A 13min @100deg/
2 concrete trenches 2years
Enviroline, Steel & concrete, storage tanks,
250 epoxy, 100 534 wastewater treatment/ cooling Abrasion/ impact resistant N/A 13min @100F/2 years
2 tower basins
Enviroline,
333 epoxy aquatic environments, 100 534 Swmmlng pools, fountains, Moisture tolerant N/A 26min/2 years
2 aquatic theme parks, concrefe
Enviroline, Swimming pools, water themp
333BR epoxy aquatic environments, 100 534 9P - i Chemical/ moisture tolerant N/A 26min/2 years
2 parks, fountains, concrete
Enviroline,
370 epoxy FDA approved int./ext., 100 534 Rail hopper cars, metal Reverse impact assjdtexible High gloss 30min/2 years
2
Enviroline,
S76F-60 epoxy g|a3§ flake lining for pet. 100 534 Steel, concre.te, bulk storagg Abrasion/heat/ chemical resistant, N/A 30min/2 years
Applications., tanks, pipes, pits
2
Enviroline, Reinforced coating for steel §
399-60 epoxy petroleum Ind., 100 534 concreteg Chemical and solvent resistant N/A 30min/2 years
2
Enviroline,
50 epoxy primer, 100 534 Concrete or masonry Moisture tolerant N/A 15-20min /2 years
EPMAR, 100 N/A Cement, cinder block walls| Water/chemicaistest N/A 30 minutes
Sta-Crete SS1211 !
Euclid Chemical Company, 100 100-125 Warehpuse floors, auto repay, Wear resistant Semi-gloss 30-40 minutes
Eucopoxy Tufcoat HB chemical plants, showroomg
Everest Coatings, . 100 100 Various substrates Flexible, durable, esnetdhesion N/A N/A
Evercoat 900 Spray Polyurea Coating
Everest Coatings, 100 100 Various substrates Flexible, durable, esnekhdhesion N/A N/A
Evercoat 905 Aluminized Spray Polyurea Coati ! ’
Everest Coatings,
EnviroSil 570 silicone elastomeric coating, 65 100 Protection for roof systemg Weather resistant N/A 6 months
2
Gaco Western Inc., Lining steel, masonry or woogl . .
Gaco Flex RU-92, N/A 1600 tanks, silos, pipes, flumes Outstanding durability N/A 1 year
Gaco Western Inc.,
GacoFlex LM-60 Urethane, 100 25 Concrete, metal, plywood Salt/alkali resistant N/A 1 hour
2
Gaco Western Inc.,
GacoSil S-50 Water-Based Clear Silicone, 19 287 Decks, metal roofs, where VOC Weather proof N/A 1 year

1

would be dangerous
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Gaco Western Inc.,

Floors of plywood, concrete,

U-62 urethane base and topcoat, 2 0 100 533 metal Solvent resistant N/A 1 year
Gemini, 2 49 786 Booth coatin Fast dryin N/A N/A
Nannapeel Waterborne Strippable Booth Coatipg 9 ying
. For exposure to chemical and physical
Global EcoTechnoIogle;, Inc. 0 100 1604 Steel and porous substratgs environments found in water and water| When wet or tacky to touch 40-50 minutes
Endura-Flex 1200P Epoxy Primer Sealer X X
treatment industries
ICI Paints (Devoe), Steel floors, masonry, drywall, .
High Performance Coatings 60 49 786 plaster, concrete, block, Exce::eesr'in;g r?:: f;cr::le?r:i;m?zﬁin' ei:cellent N/A N/A
Waterborne Aliphatic Acrylic Urethane Finish 399 aluminum 9 pping
Pacific Polymers, ) |
Res-Crete Epoxy Protective Coating or Lining 0 100 50 Aggregate mix for floors/decks, Strong N/A 35 minutes
2 overlays
Polibrid Coatings, .
polibrid 705 0 100 1604 Concrete, steel Tough, flexible N/A 2 years
Pollbr!d F:oatlngs, 0 100 1604 Geotextile Fabrics Tough, flexible, resilient elastomeric N/A 1year
Polibrid 706 polyurethane
Polibrid Coatings, 3 99 1599 Concrete Good adhesion, superior moistueeaiote N/A 1 year
Polibrid 670-S  Sup Y
Sherwin Williams,
Envirolastic AR520 PW, 0 100 6to 53 Pipe, tanks Fast cure N/A 1 year
2
Sherwin Williams,
Envirolastic AR520 SS, 0 100 61053 Floors, decks Fast cure N/A 1 year
2
Shanin i, ok, e e, et
Envirolastic AR425, 0 100 61053 a o . "Tough, flexible, impact resistant, waterprgof N/A 1 year
2 manhole linings, basins,
reservoirs
Sherwin Williams, Steel storage tanks, lining sys
Magnaplate Reinforced Vinyl Laminate Systeny, 40 100 100 for secondary containment Chemical resistant N/A 3 months
2 applications
Sherwin Williams,
Cor-Cote E.N. 7000 ngh Build Epoxy Novolac| 0 100 115-160 Protection of steel, concretq Excellent adl)esmn,‘hlgh build, chemlcg N/A 18 months
Coating, floors, walls resistant, abrasion resistant, corrosion resiptant
2
Sherwin Williams,
Cor-Cote HP High Performance Epoxy, 0 100 160-320 Protection of steel surfacep Stain erdisthemical resistant N/A 18 months
2
Sherwin Williams,
Corobond Conductive Epoxy Primer, 0 100 250-400 Concrete substrate Excellent bond toretmesubstrate Gloss 60 minutes/ 18 months
2
Sherwin Williams,
Dura-Plate UHS Ultra High Solids Epoxy TRM.3p, 40 98 130-160 Steel & concrete surfaceq Superior gtiote Gloss 45 minutes/ 36 months
2
Sherwin Williams,
Dura-Plate UHS P-:—lg&rgtra High Solids Epox] 40 98 200-400 Prepared steel, concrete surfaces Ertslirface wetting & adhesion Gloss 45 minuteghdths
2
Sherwin Williams,
Envirolastic AR200 HD, 30 100 6 to 80 Tank lining Tough, hard, abrasion rastst N/A 1 year
2
Sherwin Williams,
Envirolastic AR530 Brush Grade, 0 100 6to 53 Tank lining Fast cure, seamless, flexible N/A 1 year

2
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Sherwin Williams,
Nova-Plate UHS Primer Ultra High Solids Epox|

Tank interiors, well deck

TRM.37, 12 98 133-262 overheads Excellent surface wetting & adhesion N/A 1 year
2
Sherwin Williams, Ballast tank interiors, well degk
Nova-Plate UHS Ultra High Solids Epoxy TRM.3B, 12 98 130-160 X o Superior protection N/A 1 year
2 overheads, oil tank interiors|
Sherwin Williams,
Poly-Glass Polyester Laminate System, 40 100 100 Interior storage tanks Chemically resistant N/A 3 months
2
Sherwin Williams, Kitchens, rooms, storage aregs,
Sher-Tuff Epoxy Flexible Epoxy Coating, 0 100 60-80 packaging areas, locker roonfs, Tough, chemical resistant N/A 1 year
2 showers, loading docks
Sherwin Williams, Structure steel, tank exterior$
Sher-Tuff Urethane Enamel Coating, 0 100 320-533 ! . ’ High chemical resistance N/A 1 year
2 steel, metal decking
Sherwin Williams,
Zinc Clad XI, 0 68 220-365 Properly blasted steel Abrasion and cimmosesistant Flat 1 year (part E), 24 months (B3
2
Sherwin Williams, Electrical towers, substation| Corrosion resistant, excellent exterior
Tower-Guard HS Transmission Tower Coating 70 89 145-240 towers, poles, fences, duct wqrk durability N/A 1 year
Wasser, Blast cleaned or power tool
MC-Miozinc 100, 100 73 1171@1m P Outstanding corrosion resistance Matte 1 year
1 cleaned surfaces
Wasser, Applied anywhere includin
MC-Luster 100, 100 70 1098 @ 1 m PP . yw 9 UV and abrasion resistant Semi-gloss 1 year
1 marine splash zones
Wasser,
MC-CR 100, 100 73 1171@1m Overcoat f;);irc:tl(sj lead based Resists peeling, superior adhesion N/A N/A
1
ZRC, Apply to carbon steel, cast iroh
Galvanizing Compound Metallic Zinc Coating, 0 44 232 PP y. B P Pencil Hardness 4B, anti-corrosion protecfion Flat 1 year
2 hot-dip galvanized, aluminun
N/A= Not Available
High Temperature IMC
420g/L and less Samples 24
. Coverage
Coating Company and Product Name, compon§ n\{so G s (sq ft/gal) REESITIEIEG S S Coating Characteristics Temperature Resistance iRD@70 deg./ Shelf Life
(gm/l) (% by volume) " exposure
@3mils
Dampney, ci[rictzggifsrm?risﬁ fumr?)i:isss Outstanding adhesion, film integrity, colo|
Thurmalox 200C, 410 42 219 P PP .g, P _ " stability, corrosion, weathering, thermal sh 500 1 year
vessels, heater, boiler casings, .
1 ) resistance
engines, pumps
Dampney, r;ﬁf:zrsrez;igczguI[ﬂrrz?:;’( Outstanding adhesion, film integrity, colo|
Thurmalox 210C, 381 30 160 ) ! . |'stability, corrosion, weathering, thermal sh 500 1 year
engines, Pumps, manifolds, h .
2 resistance
exchangers
Dampney, Insulated hot equipment an
Thurmalox 216 Topcoat, 316 62 332 piping and equipment exposgdurable, tough, excellent chemical resistapce 450 1year
2 to severer thermal shock to 440°
Dampney, Metal surfaces, equipment
Thurmalox 218 Primer , 312 61 329 exposed to wet-dry-wet cycli¢ Durable, tough, excellent chemical resistapce 450 1 year
2 conditions from ambient to 45p°
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Dampney, Metal surfaces, equipment
Thurmalox 219 Topcoat , 312 56 329 exposed to wet-dry-wet cycli¢ Durable, tough, excellent chemical resistapce 450 1 year
2 conditions from ambient to 45p°
Stacks, breechings, boiler
Dampney, casings, exhausts, hear
Thurmalox 245C, 396 50 278 95, ’ Excellent adhesion 1000 6 months
2 exchangers, heaters, crackefs,
furnaces
Dampney, Stacks, Manifolds, mufflers, hpt
Thurmalox 225HB, 333 60 320 piping, process vessels, refingry Excellent adhesion 1000 1 year
1 equipment, furnaces, oveng
Dampney, Interior walls of boilers,
Thurmalox 2600, 371 56 300 furnaces, breechings, ducts, gnd Tough, chemical & abrasion resistant 600 1 year
1 stacks. Dry scrubbers
Dampney, C:;a:kss, rberﬁ::hlzgz'i b:j'::t Outstanding adhesion, film integrity, colo|
Thurmalox 2804, 155 28 150 9. X Ty equip . ] stability, corrosion, weathering, thermal sh 1000 1 year
reformers, kilns, ovens, engings, X
1 X resistance
manifolds
Dampney, cr:;i‘zi:sr’et;(r)er;i:?glj;niezt\?:’s Outstanding adhesion, film integrity, colof
Thurmalox 280C, 419 38 203 ! ' ' ="~ |'stability, corrosion, weathering, thermal sh 1200 1 year
compressors, engines, piping, -
1 resistance
pumps
Dampney, i:joi\c/gzrscin f:égs\;vizslggl Outstanding adhesion, film integrity, colof
Thurmalox 260C, 381 60 350 . p stability, corrosion, weathering, thermal sh 500 1 year
overheating due to gas bypas: .
1 ) resistance
or refractory failure
Dampney, Stacks, Manifolds, mufflers, hgt Outstanding adhesion, film integrity, colo|
Thurmalox 230C, 372 56 300 piping, process vessels, refingstability, corrosion, weathering, thermal sh 1000 1 year
1 equipment, furnaces, oveng resistance
Dampney, Stainless steel piping , vesse|s
Thurmalox 70C, 413 52 278 p ping , ! Excellent adhesion 700 1 year
1 and equipment
Ellis, . . )
082 Hi-Heat Black & 983 Hi-Heat Aluminum 420 55 578-598 Boiler fronts, Heat exchanger ~ Good Bideverage, long term protectiop 1200 1 year
N/A= Not Available
Zinc Rich IM Coatings
250 g/l & less Samples 6
Coating Company, . Coverage
Product Name, Ve ity Sl (sq ft/gal) REEEIEA CH T Coating Characteristics Drying time to recoat Poel@70 deg./ Shelf Life
(gm/l) (% by volume) " exposure
Components @3mils
Ameron, Bridges, cranes, offshore Resistance to mudcracking, rapid wate!
WI/B Inorganic Zinc Silicate Primer 0 NIA 1010 platforms resistance, fast drying & handling 8-22 hours 8
ICI Paints (Devoe), . . .
High Performance Coatings 246 78 1250 Steeilistr;Llecr:;JSresi, t;nks, Exceptlonagrraes;is;an?:stf;corromon, mu 15 hours 2 years
Catha Coat 302V Zinc Primer quip! » PIPing 9 i
ICI Paints (Devoe), . )
Catha Coat 305 0 61 978 S;eeulis;icr:tjsresi, t;arl]nks, Resnstanceréts)i:gvrilr]:jsc,rgziﬁ] color contrgst, 2 hours 5 hours
Water Based Inorganic Zinc Coating quip » PIping 9
Sherwin Williams, . . X . |
Zinc Clad XI, 0 68 220-365 Steel surfaces Abrasion resistant, fast q‘rylnglcurlng, lonp 4 hours 12 months (part E)/ 24 monthp
2 term durability (part F)
Zinc Plate Heat resistant, protects against corrosion, [fast
Waterbased Inorganic Zinc Rich Preconstructign 0 45 690-1000 Steel, marine vessels P dr 9 ’ 3 hours 9 months
Primer Y
ZRC'. 0 N/A N/A N/A N/A N/A N/A
Galvanite

N/A= Not Available
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Nonflats (High Gloss)

Master List for Appendix B-Rule 1113

11/5/2003

150-50 g/l Samples 8
Gl @O, VOC conten Solids CREEER Recommended substrate/ . L L
Product Name, (sq ft/gal) Coating Characteristics Drying time to recoat
(gm/l) (% by volume) " exposure
Components @3mils
Devoe High Performance Coatings (ii?:ecrrsées?ereslte?r::sgr:sy Low VOC, excellent resistance to marrin
Waterborne Aliphatic Acrylic 60 49 786 dn pall aster a;lvanizedzvte ! chipbing. low odor 9 2 hours
DEVTHANE 399 Cat # 399KXXXX ywal, piaster, g ; peing,
aluminum, glazed brick
Dulux Paint Centers Wood. metal. and masonr Interior/Exterior use, resistance to yellowirg,
Dulux Ultra-Interior/Exterior 120 43 345-460 ’ surfz;ces Y stain blocking and stain resistance, moistyire 2 hours
Gloss Enamel 1508-XXXX resistance,
Diamond Vogel Paints, . ) .
V-Cote 131 Waterborne Acrylic Epoxy 135 35 609 Interior & Exterior walls, steql, High gios.ow odor 4 hours
Dupont, Sheen: >90 @ 60 degree, Chemical resisfant,
IMRON 230ZV 90 i NIA Walls flexible, abrasion resistant A
Frazee, Block, concrete, drywall, Sheen: 80-85 @ 60, High hiding, tough
041 Latex Gloss Enamel Interior 146 35 150-400 hardboard, metal, plaster, wopd washable, good mar resistance 8 hours
Cabinets, garden equipmen{,
Pittsburgh Paints, kitchen walls, wood, exterior]  Sheen: 70-100 @ 60, High hiding, tough,
Brilliant Reflections 51-45 Series 120 38 400-500 trim, lawn/porch furniture, washable, good mar resistance 4 hours
interior trim
Cabinets, garden equipmen{,
Pittsburgh Paints, kitchen walls, wood, exterior] ~ Sheen: 70-100 @ 60, High hiding, tough,
Manor Hall Int/Ext Gloss Acrylic Latex 52-110 Sesj 149 38 400-450 trim, lawn/porch furniture, washable, good mar resistance 4 hours
interior trim
Sherwin Williams, Wood, metal, steel, masonry, Sheen: 70+ @ 60, Block resistant, moistyre
SuperPaint Ext. High Gloss Latex Enamel A85 Sgries 119 42 350-400 stucco, vinyl trim, shutters resistant, gloss retention 18 hours
N/A= Not Available
Nonflats (High Gloss)
50 g/L and Less Samples 1
Gl @O, VOC conten Solids CREEER Recommended substrate/ . L P
Product Name, (sq ft/gal) Coating Characteristics Drying time to recoat
(gm/l) (% by volume) " exposure
Components @3mils
. . interior drywall, plaster, one coat, fast dry, strong adhesion, excellent
Innovative Formulations Co. concrete, most masonry surfa . . )
. X . 0 N/A 400-450 X weather-ability, durability, scrub resistancg, 2 hours
Interior Paint-Mold Not-High Gloss covers properly primed wood & e
. N hideriffic" technology
metal, resistance to fungi
N/A= Not Available
Nonflats (Gloss)
150 g/l to 50 g/l Samples 3
. VOC conten Solids Recommended substrate/ . L S
Coating Company and Product Name (gmh) (GaByvolume) Coverage exposure Coating Characteristics Drying time to recoat
Seal-Krete, 64 N/A 150 Concrete, wood, primed metgl, Gloss finish, waterproof, weather r N/A

Floor Tex/ Skid-Proof EZ Coat

styrofoam

impact resistant
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Target Coatings,

Emtech U9300 Polycarbonate Urethane Top Cpat 60 32 500 Wood substrates Gloss finish, UV resistant A N/
(Gloss)
Vista Paint Sheen: 78-82@ 60, Outstanding
! 145 36 300-400 Drywall, concrete, wood, mgtal weatherability, excellent scrubbability, 8 hours
Carefree 8500, Ext. -
durability
N/A= Not Available
Nonflats (Gloss)
50 g/l and less Samples 2
. VOC conten} Solids Recommended substrate/ . L S
Coating Company and Product Name (gmh) (GaByvolume) Coverage exposure Coating Characteristics Drying time to recoat
Mills Superior Paints, X
Envirolac Legacy, 1 39 350-400 Various Substrates Sheen: 70-75 @rees?sytlgtughy durable, blogk 4 hours
Acrylic Water Borne 2600, Int./ext.
Rust-OIgum (Sierra), 0 38 214 Doors, cab.mets, trim, furniturg, Sheen 75-80 @ 60, Excellent adhesiof N/A
Beyond Multi Purpose Enamel equipment tanks
N/A= Not Available
Nonflats (Semi-Gloss)
150 - 50 g/l Samples 14
. Coverage
Coating Company and Product Name Ve ity Sl (sq ft/gal) RSB S T Coating Characteristics Drying time to recoat
(gm/l) (% by volume) " exposure
@3mils
Color Wheel, Concrete. Masonty. Plaster Sheen 50-70 @ 60, excellent adhesion)|
Hi-Hide Semi-Gloss 220, 105 34 300-500 ! . exceptional resistant to burnishing, non 8 hours
Wood Surfaces :
1 yellowing, extremely scrubbable, washable
Color Wheel, Concrete, Masonry, Plaster Sheeq 40-60 @ 60, exceller?t gdhe5|0n
. 107 33 300-500 exceptional resistant to burnishing, non 8 hours
Vina-Gloss Int Latex Enamel 420 Wood Surfaces :
yellowing, extremely scrubbable, washable
Diamond Vogel Paints, Metal, Aluminum, exterior . - .
BN Series Permacryl Ext. Semi Gloss 121 36 577 wood, block, concrete Semi-gloss finish, fade resistant, durabl 2-4 hours
Diamond Voggl Paints, 64 31 501 Plaster, wallboard, wood Semi-gloss finish, exc;e!lent application 4 hours
Pro Plus Int. Semi Gloss Latex characteristics
Frazee, Int. Walls, Woodwork, Doors )
024 Speedsheen Semi Gloss Int. Vinyl 100 28 150-400 trim Sheen 65-75 @ 60, tough, flexible 3-4 hours
Frazee, Drywall, Hard board, Metal, . )
128 Satin Glide Il, Int/Ext Acrylic Semi Gloss Fai 121 34 75-400 Stucco, Wood Sheen 60-70 @ 60, highly washable, durgble 16 hours
Frazee, Sheen 20-25 @ 60, high hiding, light
5230700 Latex Dry Fall Semi Gloss White 118 NiA 100-200 Drywall, smooth wood, metal reflective 2 hours
. Sheen 40-50 @ 60, mildew resistant, exce|
Ici Palr\ts (ICI Dulux) 79 42 300-400 Wood, hardboard color/gloss retention, durable, tough, mois 4 hours
Ultra-Hide Durus 2416 . ) . N )
resistant, resists peeling, blistering, flaking
Innovative Formulations Co. conc"r]etzzmrrn(tj)rs)zwr:!sgﬁsfa fa one coat, fast dry, excellent weather-abilify,
Ecological Paint-Interior/exterior 0 N/A 400-450 ' X y durability, scrub resistance, "hideriffic" 2 hours
. covers properly primed wood &
Semi-Gloss technology
metal
interior drywall, plaster, .
Innovative Formulations Co. Interior concrete, most masonry surfa one coat, fast dry, strong adhesion, excellent
y 0 N/A 400-450 ! i weather-ability, durability, scrub resistancg, 2 hours

Paint-Mold Not-Semi Gloss

covers properly primed wood
metal, resistance to fungi

o "hideriffic" technology
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Rodda,

Masonry, wallboard, stone,

Master Painter Interior Latex Semi Gloss Enamgel 133 33 280 brick, wood Semi-gloss finish, protects & beautifies 4 hours
Rodda, . Semi-gloss finish, superior washability,
Unique Il Semi Gloss 147 36 280 Wall, trim durability, resists cracking and deterioratipn 3 hours
Sherwin Williams, Walls, ceilings, plaster,
Pro Mar 200 Int Latex Semi Gloss B31W200 Sefies > 40 350-400 wallboard, wood Sheen 25-35 @ 60, durable 4hours
Target Coatings, Semi-gloss finish, excellent chemical
Emtech U9300 Polycarbonate Urethane Top Cpat 60 32 500 Boat, automotive interiors X g P N/A
X resistance, weatherability and UV stablg
(Semi-gloss)
N/A= Not Available
Nonflats (Semi-Gloss)
50 g/l & Less Samples 17
| . Coverage
Coating Company and Product Name VS CEIET Sl (sq ft/gal) REESIIIEIEG SIS Coating Characteristics Drying time to recoat
(gm/l) (% by volume) " exposure
@3mils
Benjamin Moore, . -
Eco Spec Int Latex Semi Gloss Enamel 224 0 36 400-450 Wood, plaster, masonry, meta?emI gloss f|n|sr:£;|gt:llte, washable, spater 2 hours
1
California Plaster, sheetrock, wallboard, Sheen 40-50 @ 60, extremely durable, afti-
. y 35 39 250-400 | concrete, masonry block, woqd, spatter, superior leveling, adhesion, coldr 2 hours
Latex Semi Gloss 663XX . -
metal retention & scrubbability
Concrete, masonry, wood . -
Color Wheel, Sheen 30-40 @ 60, exceptional hiding,)
Hi-Hide Int Low VOC Latex Wall Paint 5520 ! s7 300-500 surfaces, gyps“”.‘ wallboard scrubbable, washable 4 hours
Metal, aluminum
Columb@, ) i 0 " 360 Wood, drywall, plaster, mason| Sheeq 55-65 @ 60, excellent §paner 12-16 hours
Purecoat Low Odor Acrylic Semi Gloss 05-577 concrete, metal resistance, excellent adhesion
Diamond Vogel Paints, . .
Health-Kote Low Odor Int Semi-Gloss Latex White 0 34 271-362 Drywall, plaster, masonry, Semi-gloss finish, c!grable, excellent 12 hours
concrete washability
Base DS-1591
Dunn Edwards, Sheen 50-60 @ 60, excellent hide, goo
Sierra Int Acrylic Semi-Gloss Enamel W 550 0 38 350-400 Drywall, masonry, wood, meal adhesion 2-4 hours
Earthtech, Wood, masonry, metal, plastsr,sem!_gloSs finish, e>-<c.ellent.durabll|ty, .COI r
. 0 34 425 retention, excellent hiding, blister, alkali, fu 4 hours
Int/Ext Zero VOC Latex Semi Gloss Enamel drywall .
& fade resistant
Frazee, Concrete, masonry, drywall, Sheen 60-70 @ 60, resistant to abrasion,
032 Envirokote Int Low Odor Semi Gloss Finis| 20 st 200-400 hardboard, metal, plaster blocking, washing, yellowing 18 hours
ICI Paints (Corona Paints), 0 23 450 Wood, drywall, plaster, mason| Semi-gloss finish, flows easily, excellent 4 hours
Air Care Low Odor Acrylic Semi-Gloss metal hiding power
Kelly Moore, Interior wallboard, plaster, .
1520 Envirocote Int Acrylic Semi Gloss Ename] 0 36 300 masonry, walls, trims Sheen 55-65 @ 60, non-pollting 4 hours
. Rodda,. 0 38 305 Interior wallboard,‘plaster, Semi-gloss finish, washable, uniform, duraple 2 Bour
Horizon Semi Gloss masonry, stone, brick, wood|
Tank linings, secondary
Sherwin Williams, containment, hopper and tarfk Fast cure, No VOC, seamless flexible and 20 minutes-minimum
Envirolastic AR530 Brush Grade TRM.81 Semi 0 100 100-160 car linings, waterproof deck| waterproof, bridges moving cracks to 1/8],

Gloss

coatings, industrial floor and|
wall

acceptable in USDA inspected facilities

16 hours -maximum
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Sherwin Williams,

Plaza decks, ramps, stalls,
loading docks, bridge decks
waterparks and theme park{

Fast cure, No VOC, seamless flexible ary

, waterproof, bridges moving cracks to 1/8|'

3 minutes-minimum

Envirolastic AR520 SS TRM.88 Semi-Gloss 0 100 653 geotextile linings, mechanicgl impact, tear and abrasion resistant, protegts 16 hours -maximum
equipment rooms, below grade against chlorine intrusion
waterproofing
Immersion exposure as a Fast cure, No VOC, seamless flexible and
Sherwin Williams, seamless waterproofing liner for waterproof, bridges movmg crack‘s.tg 1/8f, 3 minutes-minimum
Envirolastic AR520 PW TRM.91 Semi-Gloss 0 100 6-80 fresh and salt water, elevateflacceptable for USDA inspected facilities, 16 hours -maximum
’ steel water tanks, concrete wq approved to Std 61 for tanks of 200,00 gal
tanks, brine tanks, aquariump minimum
Sherwin Williams, Block, drywall, masonry, plast A .
Harmony Int Latex Semi Gloss B-10 0 40 350-400 wood Sheen 35-45 @ 60, anti-microbial 4 hours
Smiland (Morwear), Semi-gloss finish, superior hide, stain
Int. Semi-Gloss 100% Acrylic Wall & Trim Enamgl 12 44 300-400 Walls, masonry, drywall, pladter g p P L 4 hours
resistant, maximum durability
190-01
. . . Sheen 48-52 @ 60, resistant to scuffing
Vista Paint, . 16 39 350-400 Interior drywall, plaster, staining, abrasion. Excellent hide, touch yp, 6 hours
6400 Earth Coat Semi Gloss masonry, concrete, wood X X
superior adhesion
N/A= Not Available
Nonflats (Low-Gloss)
150 g/l to 50 g/l Samples 33
| . Coverage
Coating Company and Product Name WG @eitE Sl (sq ft/gal) ReEEmEREE S Coating Characteristics Drying time to recoat
(gm/l) (% by volume) " exposure
@3mils
Cloverdale, Interior walls, drywall, masonr] Sheen 20-30 units @ 85 degrees, low spdtter,
032 Series Premium Super Eggshell Latex 125 38 350-450 plaster superb flow & leveling 6 hours
Sheen 4-8 @ 60, superior adhesion, exce(lent
Color Wheel, Concrete, masonry, stucco| rgilcséizgf(Iglc:r;llri?;s‘o:g;nélckg:x l?‘
Optima Super Acrylic Satin 100% Acrylic Ext Satin 100 37 300-500 wood, plywood, hardboard, . . L - 4 hours
X resistance, exceptional resistance to bliste
130 metal, steel, aluminum : - "
cracking, chipping, peeling, scrubbable
washable
Sheen 5-15 @ 60, superior adhesion, excq
Color Wheel, Concrete, masonry, stucco| r:i::setﬁzgfgglc:r:"rifxS‘Oirg;naul:kgratl):: l?'
Tropicoat Satin House Paint 100% Acrylic Ext Sgtin 113 37 300-500 wood, plywood, hardboard, . . L R 4 hours
) resistance, exceptional resistance to bliste]
3400 metal, steel, aluminum X - .
cracking, chipping, peeling, scrubbable|
washable
Sheen 4-8 @ 60, superior adhesion, exce(lent
Color Wheel, Concrete, masonry, stucco) rgilcséizgf(Iglc:r;llri?;s‘o:g;nélckg:x l?‘
Weathermaster Satin House Paint Ext Acrylic Lafex 81 37 300-500 wood, plywood, hardboard, . . L I 4 hours
) X resistance, exceptional resistance to bliste
Stain 3700 metal, steel, aluminum ) - "
cracking, chipping, peeling, scrubbable
washable
Low gloss finish, superior alkali &
Color Wheel Stucco, masonry, wood, efflorescence resistant, exceptional
Quick Cure Acrylic Ext 1252 129 10 250-400 plyyvpod, hardboard, (?emen penetration, breathable, durable, excelleht 4 hours
siding, metals, aluminum R
adhesion
Sheen 4-8 @ 60, high hiding, excellent|
Color Wheel, 146 36 300-500 Concrete, masonry, wood, |coverage, exceptional resistance to burnis| 4 hours

Optima Satin Supreme 230 Int.

wallboard, metals, aluminun

extremely scrubbable, washable, non-

yellowing
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Color Wheel, 78 38 300500 | Conerete, masonry, wood, adhessri‘sr? ner#Sm@; e(s)'creuxbctlealslr: ‘washable] 8 hours
Hi Hide Lustre Int Latex Enamel 440 wallboard, metals, aluminumny ! Y X ’
yellowing
Color Wheel, Concrete, masonry, wood, Sheeq 35-45 @ 85, good adh.e5|.on,
. 66 38 300-500 N exceptional resistance to burnishing, 8 hours
Vina-Glo Int Latex Enamel 480 wallboard, metals, aluminun )
scrubbable, washable, non-yellowing
Diamond Vogel Paints, Interior wood, drywall, plaster, Eggshell finish, durable, outstanding hidg,
DE Series Hide Plus Int Eggshell Ltx 123 34 273-364 concrete block, masonry excellent touch up 12 hours
Diamond Vogel Paints, Ferrous metal, aluminum, | Satin finish, tough, durable, washable, ngn-
DS-1561 Super Quick 30 Ltx Satin Spray Enanfel 107 82 342513 interior wood, exterior wood yellowing, good gloss & color retention 2-3 hours
Diamond Vogel Paints, Ferrous metal, aluminum, . . .
BE-1531 Acri-Satin Ext Acrylic Ltx 104 33 264-352 interior wood, exterior wood Satin finish, excellent fade resistance 2:4 hours
Diamond Vogel Paints, Ferrous metal, aluminum, . . .
BS Series Weather-Plate Ext 100% Acrylic Lt 101 34 273-363 interior wood, exterior wood Satin finish, excellent fade resistance 2-4 hours
Qlamond Vvogel Paints, ) 95 38 305-407 . Fer'rous metal, aIu-m|num, Satin finish, excellent fade resistance 2-4 hours
BS Series Permacryl Ext Acrylic Ltx interior wood, exterior wood
Diamond Vogel Paints, Ferrous metal, aluminum, Eggshell finish, spatter resistant, excellent
DE Series Permacryl Int Eggshell Enamel 120 36 290-387 interior wood, exterior wood hide 2-4 hours
Diamond Vogel Paints, Interior wood, drywall, plaster), - .
DE-1625 Pro Plus Eggshell Int Ltx White 89 35 185-277 concrete block, poured concré¢te Eggshell finish, highly durable 4 hours
Dunn Edwards, 145 37 75-200 Wood porches and deckg Sheen 11-15 @u6ible, scuff resistant] 4 hours
Tuff-Floor Porch & Deck 810, Int./ext. P ] !
Concrete, masonry, drywall, h, -
»Frazeei 93 39 250-350 board, metal, plaster, smoot| Sheen 8-12 @ 60,.e.xcellent hiding, 18 hours
022 Lo-Glo Interior Acrylic Eggshell Enamel wood washability
Frazee Concrete, masonry, drywall, h,
! . 114 36 200-300 board, metal, plaster, smoot| Sheen 4-7 @ 60, dirt resistant washablg 18 hours
026 Speedsheen Eggshell Interior wood
ICI Paints (ICI Dulux), ) ] ) Sheen 4-1.0 @ 60, excellenF washability
X . . 112 42 400 Windows, wood trim, cabingtsnoisture resistance, block resistant, excellent 3 hours
Dulux Ultra Eggshell acrylic 1403, interior .
adhesion
Kelly Moore, Wallboard, masonry, wood &
SatN-Sheen Latex 1610, Int. 143 36 300-400 hardboard Sheen 7-12 @ 60, durable 24 hours
Interior plaster, gypsum boardl, - .
Kwal-Howells, 88 34 350 masonry, concrete, wood, Eggshell finish, exce!lent durability, non 4 hours
Accu-Tone Latex Eggshell 1903, Int. yellowing
properly prepared metal
Life Paint Company, Exterior wall surfaces of - .
92 Series High Build Waterproof Smooth Elaston] 92 46 100 masonry, stucco, wood, metg|, Shee.nj 10 @ &0, mamta{ns adhesion and 2 hours to touch, 24 hours to recoat
: flexibility, breathable, resistance to UV
Coating concrete, block
Miller, A )
Pro-Jex Eggshell 1880, Int. 56 34 300-350 Plaster, masonry, wood, mgtal Eggsinéhf good adhesion 6 hours
Parker Paint, . -
Pro Satin Latex 5750, Int. 127 38 300-350 Wallboard, concrete Sheen 2.5 -3 @igh,Hiding 4-8 hours
X . Ceilings, primed metal, . .
) Pittsburgh Paints, 7 39 400-500 | wallpaper, wood trim, masonr] YSheen 4-6 @ 60, hlgh hiding, excellent tofich 4 hours
Speedhide Int Enamel Eggshell Latex up properties, scrubbable
wallboard, walls
Porter Paints, . Sheen 3-8 @ 60, good hiding, excellen
Int. Latex Wall & Trim Paint 607 115 29 200-400 Wall & trim uniformity, washable, non-yellowing 4 hours
Rodda, Masonry, wallboard, stone, o -
Master Painter Interior Latex Satin Wall Paint 93 87 295 brick, wood Satin finish, protects & beautifies 2 hours
Rodda, Masonry, wallboard, stone, . -
Master Painter Interior Latex Low Gloss Wall Pant 112 87 295 brick, wood Low-gloss finish, protects & beautifies 4 hours
Rodda, Wall, trim in kitchen & Low-gloss finish, superior washability,
Unique Il Low-Gloss Ext/Int Latex Enamel 137 36 290 bathrooms durability 3 hours
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Sherwin Williams,

Aluminum, galvanized steel,

ProMar 200 Int Latex Egg-Shel B20W200 142 42 350-400 |block, drywa\l:/,o;l))lgster, mason| Sheen 10-20 units @ 85 degrees 4 hours
Sherwin Williams Aluminum, galvanized steel,
A-100 Ext Latex Satin A82 112 35 350-400 |block, drywall, plaster, mason Sheen of 10-20 units @ 60 degrees 4 hours
wood
Target Coatings, Yacht interiors, automotive
Emtech U9300 Polycarbonate Urethane Top Cpat 60 32 500 S . Satin finish, UV resistant, non-yellowing 2-3 hours
interiors, fine tabletops
(Low Gloss)
Vista Paint, Sheen 9 @ 60, exceptional stain, dirt
8200 Carefree Velvasheen, Int. 148 43 800-400 Drywall, plaster, wood resistance, good hide, adhesion 4-6 hours
N/A= Not Available
Nonflats (Low-Gloss)
50 g/l and less Samples 19
. Coverage
Coating Company and Product Name Ve ity Sl (sq ft/gal) RSB S T Coating Characteristics Drying time to recoat
(gm/l) (% by volume) " exposure
@3mils
Benjamin Moore, .
Eco Spec Int Latex Eggshell Enamel 223, 0 36 400-450 Wood, plaster, masonry, metal Sheen of 8-16 L:g;zg_fo degrees, spatfer 2 hours
1
Concrete, masonry, wood . -
Color Wheel, . 5 so0s0o | sureces. amsumaboard SR B o | 4ours
Low VOC Int. Latex 5540 ferrous metals, aluminum, P S !
B yellowing
galvanized metals
Earthtech Satin finish, excellent durability, color
. I 0 35 425 Plaster, wood, metal, drywafl retention, excellent hiding, blister, fungug, 4 hours
Premium Satin Paint Int. X !
alkali & fade resistant
Diamond Vogel Paints, . . - -
DE-1591 Health-Kote Low Odor 0 36 285-380 Walls, ceilings, trim Eggshell finishcekent washability, durable 12 hours
Dunn Edwards, 50 37 300-400 Drywall, masonry, interior & Sheen 10-15 @ 60, durable, weather resigtant Z%hour
Int/Ext Latex Low Sheen W 5946 exterior wood, metal ! ’
Dunn Edwards, y )
Sierra Int Acrylic Eggshell Enamel W 540 0 38 350-400 Drywall, masonry, wood, mefal Eggshelbfinexcellent hide, good adhesfon 2-4 hours
EPMAR Floors, facades, steel, concrgte
Kemiko Col-R-Tone Ill Acrylic Urethane, Int /Ext 49 60 300-400 storage tank exterlorg, concrdte  Satin finish, resilient, non-yellowing 1 hour
bridges, pump equipment
Frazee, ) . . Sheen 8-12 @ 85, resistant to abrasior),
029 Envirokote Int. Low Odor Eggshell 27 34 200-400 Interior walls, ceilings, trim blocking washing, yellowing 18 hours
ICI Paints (Corona Paints), Wood, drywall, plaster, mason| Sheen 20-25 @ 85, flows easily, excelleft
) ) 0 39 450 . 4 hours
Air Care Odorless Acrylic Eggshell metal hiding power
Innovative Formulations Co. contl:rr]:gor:'lirs{\,\rﬁ!ssfstﬁ fa one coat, fast dry, excellent weather-abilify,
Ecological Paint-Interior/exterior 0 N/A 400-450 ! X i durability, scrub resistance, "hideriffic" 2 hours
covers properly primed wood &
Eggshell technology
metal
Innovative Formulations Co. cgnér:;fglor;izwn?!sg:?tza fa one coat, fast dry, strong adhesion, excellent
Interior Paint-Mold Not 0 N/A 400-450 ' X y weather-ability, durability, scrub resistancg, 2 hours
covers properly primed wood & [
Eggshell . N hideriffic" technology
metal, resistance to fungi
Innovative Formulations Co. cgnér:;fglor;izwn?!sg:?tza fa one coat, fast dry, excellent weather-abilify,
Ecological Paint-Interior/exterior 0 N/A 400-450 ' X y durability, scrub resistance, "hideriffic" 2 hours
. covers properly primed wood &
Satin technology
metal
Kelly Moore, Wallboard, plaster, masonry .
1510 Enviro-Cote Int. Acrylic Satin Enamel 0 39 300 trim Sheen 7-12 @ 60, non-polluting 4 hours
Rodda Interior wallboard, plaster,
’ 0 37 300 masonry, concrete block, storje, Satin finish, washable, uniform, durable 2 hours

Horizon Satin

brick, wood
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Sherwin Williams,

Drywall, masonry, concrete,

DRAFT

Harmony Int. Latex Eg-Shel B9 Series 0 39 350-400 cement, block, wood Sheen 1-20 @ 85, durable, anti-microbigl 4 hours
Smiland (Morwear), Walls, trim, masonry, drywall R L . . |
Int Satin Acrylic Wall & Trim Enamel 180-01 12 44 300-400 plaster concrete, wood, metgl Satin finish, superior hide, stain resistar) 4 hours
Union Tank Car Company, s
Lithcote Aqua-Flex W/B Hopper Car Lining 0 52 834 N/A Satin finish NIA
Vista Paint, Interior drywall, plaster, |Sheen 7-9 @ 60, resistant to scuffing, stai
6300 Earth Coat Eggshell 15 42 350-400 masonry, concrete abrasion 6 hours
Vista Paint, Wood, plywood, drywall, - .
MB30 Aurora Bond Il 47 51 300-350 masonry Sheen 7.4 @ 60, good durability, fade resigtant wrdho
N/A= Not Available
Primer, Sealer, Undercoater
200g/L —100g/L Samples 22
Coating Company, | . Coverage
Product Name, WG @eiE Sl (sq ft/gal) REESIIIEIEG SIS Coating Characteristics Drying time to recoat Poel@70 deg./ Shelf Life
(gm/l) (% by volume) " exposure
Components @3mils
Carboline, .
Carbocrylic 3359 DTM, 110 40 161 Metal Surfaces Smooth, excellept weatherability, dgrabl ! 4 hours 2 years
1 excellent resistance to flash rusting
Carboline, -
Carbocrylic 3358, 153 37 593 Direct to Metal Smooth, excellept weatherability, dgrabk ! 3 hours 2 years
1 excellent resistance to flash rusting
Cardlnal, 164 41 N/A Metal Surfaces Good adhesion, durable 2<hou N/A
Waterborne Primer Systems
CeRam Kote,
Ceram-Thane 100, 120 50 800 Direct to Metal UV light resistant 4 hours N/A
1
Columbia, 120 37 320-400 Interior drywall, mason Chemical resis 2-4hours N/A
Premium Pro Latex Enamel undercoater 02-735|Int. ywal, v
Interior or exterior steel,
Devoe High Performance Coatings aluminum and certain galvaniZ Excellent adhesion, corrosion resistance,
Waterborne Epoxy Primer 107 45 719 metal surfaces, concrete, | finish coat hiding, low odor, low VOC, eaq 4 hours N/A
DEVRAN 203 masonry, glazed brick, ceramjc application
tile
Devoe High Performance Coatings weI;IE(relferdor :r\;:;:greztig’el h Direct to metal, low VOC, low odor, fast di
Gloss DTM Waterborne Acrylic Enamel 124 39 156-313 |. ... g X R . | & recoat, resist flash rust, corrosion resistqnt, 4 hours N/A
institutional, residential and lig| . . X
DEVFLEX 659 . X high hiding, non-yellowing
industrial areas
Diamond Vogel Paints, ) - )
DU-1514 PVA Primer Sealer 114 30 23-319 Interior Walls, Ceilings Fast drying, @lent hold out 4 hours N/A
Diamond Vogel Paints, . .
DU-1502 Interior Primer Sealer 152 34 272-363 Drywall, plaster, brick, masofiry Alkaisistant 4 hours N/A
Diamond Vogel Paints, . .
BU Series Weather Plate Primer 151 34 272-362 Wood, hardboard, aluminufn Excellent sidne 2-4 hours N/A
Gaco Western Inc., .
GacoFlex E-5320 Epoxy Primer 111 44 70-100 Masonry block filler Excellent adhesion N/A 1-1/2 hours
Gemini, ) .
Pro White Waterborne Series 120 36 580 Wood Surfaces Excellent adhesion 45 minutes N/A
Kelly Moore, .
255-Stain Lock Il Primer 140 40 250-400 Bare wood Chemically absorbent 2 hours N/A
Life Paint Company, Concrete, masonry, stucco| . . . . .
7075 Acrylic Latex Stain Blocking Busan Prime| 125 39 150-200 Wood, metal, glossy surfacep Stain blocking, Superior Adhesion 90 minutes NIA
Parker Paint, 128 33 165 Concrete, masonry, stucc N/A 4 hours N/A

Stain Resistant Primer 1833 Acrylic latex Ext.

DRAFT

Page 22 of 43

DRAFT



DRAFT

Master List for Appendix B-Rule 1113

DRAFT

11/5/2003
Prosaco, 129 5 N/A Stone, concrete Good adhesion, durable, wepsilent 4-6 hours 2 years S.L
Concrete Science Water Pel Natural Stone ! ! ! Y o
Pre-finished metal siding,
Sherwm W|II|§ms, 51 22 135-335 Silicon Polyester, othgr slick| Suitable for use in -USDA-mspected facilitigs, 4 hours N/A
DTM Bonding Primer 1.22 glossy surfaces, previously corrosion resistant
painted surfaces
Sherwin Williams Steel, Aluminum, Concrete,| Fast drying, flash/early rust resistant, chen
Lo - 138 46 150-290 Galvanizing, Masonry, Zinc | resistant, suitable for use in USDA inspecfed 4 hours N/A
DTM Acrylic Primer/Finish 1.21 N . -
Rich Primers facilities
Sherwin Williams Steel, Aluminum, Concrete, | Fast drying, flash/early rust resistant, cher
X o 208 38 155-250 Galvanizing, Masonry, Zinc | resistant, suitable for use in USDA inspecfed 4 hours N/A
DTM Acrylic Coating 1.25 . . s
Rich Primers, Drywall facilities
Sherwin Williams, . X .
DTM Wash Primer 1.20A 143 29 250-470 Aluminum, steel Fast drying, rust resist 2 hours N/A
Smiland (Morwear), Wood, masonry, stucco, bric
Primer Xcel Acrylic Stain Blocking Primer 2099 155 40 212 ’ ¥ ! ’ Stain blocking 4 hours N/A
non-ferrous metal
Int/Ext
United Coatings, . Color stability, ultraviolet resistance, alkali .
Canyon Tone Stain Pigmented Water-Repellent 126 2 50-150 Concrete, brick, stone, stucto and pollution resistance, water repellen 15 min dry, 1 hour cure NIA
N/A= Not Available
Primer, Sealer, Undercoater
100 g/l and less Samples 72
Coating Company, | . Coverage
Product Name, WG @eitE Sl (sq ft/gal) REESIIIEIE SIS Coating Characteristics Drying time to recoat Poel@70 deg./ Shelf Life
(gm/l) (% by volume) " exposure
Components @3mils
Carboline,
Carbocrylic 120 72 38 610 Stainless steel, aluminuny Ehiaysng 24 hours 36 months
Color Wheel, Wall board, plaster, masonry, Outstanding resistance to blistering, crack|ng,
Ti-Guard Sealer 430 Interior Flat 98 29 146 stucco, wood, plywood chipping, peeling, excellent adhesion 4 hours NIA
Color Wheel, Wall board, plaster, masonry, X
WaterBorne Undercoat 8300 Interior 73 37 210 stucco, wood, plywood Excellent enamel holdout, excellent adhedion 1 hour N/A
Columbia, 84 42 360 Various Substrates Stain Blocker 1 hour 2 years
Masterpiece Acry-Prime 05-200 Int/Ext Y
Devoe High Performance Coatings bEi)I((tiei:O; Osfttrizrjryarr:t:il Direct-to-metal or masonry primer, shop|
Direct-to-Metal Primer & Flat Finish 76 44 275-350 inin ?windrails mason ’ | applications, low VOC, low odor, resists figsh 2 hours N/A
DEVFLEX 4020PF 4020-1000-white piping. i Y rust, corrosion resistance
construction
. . Exterior of tanks, metal X .
Devoe High Performance Coatings buildings. structural steel Direct-to-metal or masonry primer, shop|
Direct-to-Metal Primer & Flat Finish 80 44 275-350 inin ?windrails mason ’ | applications, low VOC, low odor, resists flgsh 2 hours N/A
DEVFLEX 4020PF 4020-7100-red piping. i i rust, corrosion resistance
construction
ICI Paints (Devoe), 61 978 Steel structures, tanks, Resistance to solvents, good color contrgst, 2 hours 5 hours
Catha Coat 305 Water Based Inorganic Zinc Cogting equipments, piping resists mudcracking
Diamond Vogel Paints, .
DU-1508 Interior Latex Undercoater 56 32 516 Bare Interior Wood Surfacef Excellent hait o 1-2 hours N/A
. Diamond YOgeI Pglnts, . 95 38 305-407 Wood, hardboard, aluminum Outstanding adhesion 2-4 hours N/A
BU Series Sure Grip Acrylic Latex Primer masonry
Dunn Edwards, -
High Hide PVA Sealer W 5827 60 36 300-400 Drywall Excellent hiding power 4 hours N/A
Dunn Edwards, .
Production Latex Wall Sealer W 2397 60 28 250-300 Drywall, plaster Good hide 4 hours N/A
Dunn Edwards, . . Outstanding stain blocking, excellent enarel
Ultra Grip Acrylic Multi Purpose Primer W 715 45 41 400 Interior, exterior, wood holdout, great hide 4-6 hours NIA
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Dunn Edwards,

Interior, synthetic wood,

Production Latex Undercoater W 2400 75 40 400 hardboard Good hide, adhesion & enamel hold ou 2 hours N/A
Dunn Edwards, Drywall, masonry, wood
Sierra Low Odor, Interior Sealer Undercoater 0 38 300-400 rywat, Y, ’ Good hide, adhesion, & enamel holdou: 2 hours N/A
hardboard
W 500
Dunn Edwards, 60 37 300-400 Drywall, plaster, mason Good hide, aitime & enamel holdout 2-4 hours N/A
Vinylastic Interior Pigmented Sealer W 101 ywall, p ! Y ’
Dunn Edwards,
Proseal Interior Pigmented Sealer W 102 55 30 250-300 Drywall Enamel holdout 2-4 hours N/A
Dunn Edwards, . .
EFF-Stop Acrylic Masonry Primer/Sealer W 70! 100 34 200-400 Concrete, stucco, block Alkali Resistant 2-4 hours N/A
EPMAR,
Kemiko Clear Acrylic Urethane, 50 30 300-400 Concrete, plaster, wood, FRIp, Stain resistant 1 hour N/A
1 GFRC, metals
EVR-Gard Coatings, . .
95 Busan Vinyl Acrylic Wood & Metal Primer 77 38 300-400 Wood, masonry, metal Retards bleed throfigannins, resins 4-5 hours N/A
EVR-Gard Coatings, . .
64 Quick Dry Latex Enamel Undercoat 60 56 300-350 Exterior Wood Good adhesion 2 hours N/A
EVR-Gard Coatings, )
63 Unikote Latex Enamel Undercoat 97 37 300-400 Wood, masonite Extremely tough 4 hours N/A
EVR-Gard Coatings, . . .
103 Evrcare Primer Sealer 0 N/A 350-400 All interior surfaces Excellent hidingyer 4-6 hours N/A
Farwes| 76 39 300-400 Metal Surfaces Fast dryin 1-3 hours N/A
X-6791 Aquashield Il Waterborne Resistant F ving
Farwest, High quality, water resistant, corrosion
MIL-P-28577B Fast Dry Red Oxide Primer 89 32 300-400 Metal shops resistant 1-8 hours NIA
Fanwest, 27 32 300-500 Interior Wallboard Adheres well, non-flaable 1-3 hours N/A
TT-P-650C Poroseal PVA Primer Sealer Interigr !
Farwest, 46 34 200-400 Exterior wood, masonry surfgces Goodkinhg resistance 2-4 hours N/A
#5085 Latex Acrylic Primer (Exterior) ! Y 9
Farwest,
X-6785 Aquashield Il Fast Dry Red Oxide Sho 76 39 300-400 Metal Surfaces Water, corrosion redistan 3 hours N/A
Primer
Farwest, Tile, hardboard, plastic lamina|
#700 Wonderblok Stain Blocker Fast Dry Acryli 82 42 300-400 ! P Water blocking 2 hours N/A
) metal surfaces
Primer Sealer
Fanwest, 25 28 100-150 Cement walls, cinder bloc Withstandsstooe 18 hours N/A
#5030 Block Filler Latex Int/Ext ’
Farwest, — .
X-6762 Aquashield Il Fast Dry Red Oxide Primdr 89 35 300-400 Metal shop applications Good emulsion 1-3 hours N/A
Farwest, . .
#970 Proseal PVA Primer Sealer (Interior) 27 32 300-500 Interior Wallboard Good emulsion 1-3 hours N/A
Frazee, . . .
172 Grip-N-Seal Acrylic primer Int/Ext. 96 33 100-300 Various substrates Stain blocking 2-3 hours N/A
Frazee, Concrete, drywall, plaster, me
168 Prime Plus Int/Ext Acrylic Primer Sealer Stgin 58 44 200-400 ! mod’ P ’ Top quality, resists alkali on concrete 3-4 hours AN/
Killer
FUHR, Interior & Exterior Wood . .
2VOC Wax Seal & Finish 0 32 N/A Substrates Early block resistance 20 minutes N/A
Global EcoTechnologies, Inc. For exposure to chemical and physical
Endura-Flex 1200P 0 100 1604 Steel and porous substratgs environments found in water and water| When wet or tacky to touch 40-50 minutes
Epoxy Primer Sealer treatment industries
Global EcoTechnologies, Inc. Porous substrates such as For.exposure to chem|ca| and physical .
X 0 45 540 environments found in water and water| 30 minutes N/A
Endura-Flex 550 Primer/Sealer concrete, asphalt, and woo( X X
treatment industries
Global EcoTechngIogles, Inc. 0 80 128 concrete and masonry Very high build and can be applied by either 1 hour or less N/A
Endura-Flex 19P Filler/Surfacer spray or trowel
Glitsa American, Inc., 85 30 500 Wood Floors Fast drying 1-3 hours N/A

Infinity Sealer
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ICI Paints (Color Your World),

Wood, plaster, drywall, concre]

8791 Acrylic Blokker Int/Ext 97 49 68 stucco, masonry Stain Blocker 2 hours NIA

ICI Paints (ICI Dulux), Exterior wood, concrete, . X

Dulux Pro Acrylic Primer 2000, Exterior 95 51 300-500 masonry, non-ferrous metal Mildew resistant 1 hour 1 year
. Wood, masonry, previously . . - .
IQ Paints (IC! Dulgx), 95 50 300-450 painted surfaces, galvanize! Blocks Stf""”s' h|gh hiding, Sea'”.‘g' gxcells nt 1 hour 1 year
Ultra Hide Aquacrylic Gripper 3210 . adhesion, moisture and alkali resistant
metal, aluminum

ICI Paints (ICI Dulux), .

Ultra-Hide PVA primer/sealer 1030, int. 96 27 40 Drywall, concrete block, bric| N/A 2 hours 1 year
International Protective Coatlngs, 43 44 353 Metal, concrete, wood Rust inhibitive 2 hours N/A
Intercryl 520 Waterborne Acrylic
International Protective Coatings, . .

Intergard 270 Waterborne Acrylic 47 50 267 Steel surfaces Anti-corrosive 3 hours N/A
. . Rusted areas where sandblas| Chemically converts tightly adhered rust tg a
Insl-X Superior Coating Systems . . X X
90 26 208 is not acceptable, repair an black iron complex thus stopping the 2 hours N/A
Rust Arrestor RA-0104 ; . . ;
maintenance of existing systems corrosion mechanism
KST (Snow Roof Systems), 1 N/A 100 Tar, metal roofs, basement wills Excelleritaw resistance 24 hours N/A
Elasto Seal
KST (Snow Roof Systems), 1 N/A 100 Tar, metal roofs, basement wills Excelleritaw resistance 24 hours N/A
Safe-T-Prime
Kwal-Howells, Wood, concrete, plastic, . .
Pro-Finish Acrylic primer 5860 Int./ext. i 43 250-350 hardboard, metal, drywall Alkali Resistant 4 hours NIA
Pittsburgh Paints, Aluminum, Masonry, Stucco . .
Seal Grip 17-21 96 38 400-500 Wood, Metal, Plaster, wallbod) Exceptional adhesion 1 hour N/A
Rodda, Primer under alkyd or emulsign
Heavy Body Scotseal, Interior 87 41 330 finishes on drywall NIA 2-3 hours NIA
Rodda, Primer under oil type, emulsidn )
Roseal Pigmented Vinyl Acrylic 83 26 300 paints Very fast drying 2-4 hours NIA
Sherwin Williams,
PrepRite 200 Int Latex Primer B28W200 86 28 400 Drywall, masonry, concretg Excellent coverageellent drywall seale 4 hours N/A
Sherwin Williams, 0 100 200 Industrial, co.mm.erual, maring Fast dryl.ng, excellent gdhespn, abrasiop 1 day N/A
Armorseal 33 Epoxy P/S applications resistance, chemical resistant
Sherwin Williams, Abrasion resistant, excellent adhesion, fas
Armorseal WB Epoxy P/S (8.20) 20 87 200 Concrete, masonry chemical resistant 2 days NIA
Sherwin Williams, . . ]
Corobond 100 Epoxy P/S 13 13 98 Concrete surfaces Fast dry, superior pengjretiaracteristic 1 month N/A
Sherwin Williams, Blush resistant, low temp cure, moisturd
Corobond LT Low Temp Epoxy (TRM.72) 0 100 200-400 Concrete, masonry tolerant oure 18 hours 18 months
Sherwin Williams, Drywall, masonry, concrete,
Prep Rite 400 Interior Latex Primer B28W400 51 st 350-400 previously painted surfaces Good drywall sealer 4 hours N/A
Sherwin Williams, Fast cure, remains flexible, excellent extetior
Sherthane High Performance Moisture Cured| 48 97 N/A Wide variety of substrates - e . 24-48 hours 9 months
durability, superior adhesion
Urethane Sealant
) Sherwin W|Illams, » 05 28 350-400 Drywall, masany, concrete,| Excellent hiding primer, excellent coverade, 4 hours N/A
Color-Prime Int Latex Primer Deep Tinting Basg previously painted surfaces excellent drywall sealer
Sherwin Williams, Mildew resistant, tough, durable, moisturg,
SuperPaint Machine Finish Latex Primer B42W700 59 36 200-400 Plywood, cement, wood resistant 2 hours NIA
Drywall, ceiling tiles, PVC
Sherwin Williams, piping, cured plaster, paneling, . .
PrepRite ProBlock Int/Ext Latex P/S B51 99 36 400 wall laminate, galvanized metgl, Fast drying, good adhesion 1-4 hours N/A
wood, aluminum, hardboard|
Sherwin Williams, ) N |
PrepRite High Build Int Latex Primer/Surfacer 7 25 400 Drywall, cured plaster, undef Ensures coat will be smooth, minimizes mi| 4 hours N/A

B28W601

decorative texture finishes

surface imperfections
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Sherwin Williams,

Drywall, cured plaster, texturg

cbuick drying, fast sanding, excellent cover:

PrepRite Classic Int Latex Primer B28W101 90 42 400 Walls, aluminum, W(.)Od’ pre quality sealer under wallcovering 2 hours NIA
primed metal, galvanized metgl
Sherwin Williams, Metal, aluminum, steel coppdr,
PrepRite Bonding Primer Int/Ext Adhesion 41 44 350-400 drywall, tile, glass, concrete,| Excellent adhesion 4 hours N/A
Promoting Primer B51W50 masonry
Sherwin Williams,
Prep Rite 200 Interior Latex Primer B28W200 86 30 400 Drywall, concrete, masonry Excellent coverageellent drywall seale 4 hours N/A
Apartments, department storgs,
Sherwin Williams office buildings, residences,|
Harmony Int Latex Primer B11W900 0 35 350-400 supermarkets, hotel rooms,| Anti-microbial, very low odor 4 hours N/A
nursing homes, schools,
hospitals
Sherwin Williams, . .
Latex Primer A-100 Ext. 89 38 350-400 Wood and plywood Mildew Resistant 4 hours N/A
Sierra Corp (TK Products), .
TK-709 Ultra Release 85 N/A 600-1800 Concrete Excellent slip agent N/A N/A
Sierra Corp (TK Products), X .
TK-5334 VOC, 42 N/A 600-1800 | Vood: metal, fiber glass, pavihg Rust preventative N/A N/A
2 equipment
Smiland (Morwear), Walls, masonry, drywall, plast
Primer Xcel Quick Grip Int/Ext Quick Dry Enamg 63 40 200-400 ’ ¥, drywal, p Stain blocking 2 hours N/A
concrete, brick, hardwood
Undercoater 4077
Zehrung, 5 54 N/A N/A Non-flammable N/A N/A
Z-Prime Il
Zinsser, 100 N/A 400-450 Various Substrates Stain killer N/A N/A
Bulls Eye 123 W/B Primer sealer
N/A= Not Available
Quick Dry Enamels
400g/1 to 150 g/L Samples 5
Coating Company, . Coverage
Product Name, Ve ity Sl (sq ft/gal) Gloss Characteristics RSB S T Coating Characteristics Drying time to recoat
(gm/l) (% by volume) " exposure
Components @3mils
Ellis, Wide variety of substrates including, but not .
Hy-Lux W/B Ind. Ena. Yellow 1219 250 30-32 165 80 limited to steel, plastic, wood Excellent adhesion 1-2 hours
Ellis, Wide variety of substrates including, but not .
WI/B Ind. Acry. Ena. Med. Green 1225 244 30-82 165 80 limited to steel, plastic, wood Excellent adhesion 1-2 hours
Vanex, Inc.,
Breakthru GLS-Pastel BS 215 N/A N/A N/A N/A N/A N/A
Vanex, Inc.,
Breakthru Satin-Clear 249 N/A N/A N/A N/A N/A N/A
Vanex, Inc.,
Breakthru Sat-Witimblk 242 N/A N/A N/A N/A N/A N/A
N/A= Not Available
Quick-Dry Primer, Sealer,
150 g/l and less
(Numerous coatings listed in Primer, Sealer,
Undercoater meet the dry time and gloss Samples 41
requirements of a Quick-Dry PSU)
. Coverage
. VOC content Solids Recommended . L . .
Coating Company and Product Name (gmi) (% by volume) (s@q ;;g“z:) substrate/exposure Coating Characteristics Drying time to recoat Poel@70 deg./ Shelf Life
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ADCO,
PUR-100 Polyurethane Sealant, 80 N/A N/A Metals, glass, aluminum, plasfic Good adbesfast cure, paintable, low odpr N/A 1 year
1
ADCO, 72 N/A N/A Metals, glass, aluminum, plasfic Good adbesfast cure, paintable, low odpr N/A 9 months
PUR-200 Sealant/ Adhesive - glass, P > P :
Ameron, . .
Amerlock Sealer 100% Solids Epoxy Sealer 0 100 1069 Steel, old coatings Non yellowing N/A 2 hours
Carboline, :
Waterbore Acrylic 115 39 593 Steel Good adhesion N/A 2 years
CeRam Kote,
; 0 100 800 Unsealed concrete N/A N/A N/A
CeRam Floor Primer
Excellent adhesion, excellent alkali,
Color Wheel, 300-400 Concrete, masonry, wood, | efflorescence resistance, resistant to bliste|
Optima All Prime 330, 115 35 @1.6mils hardboard, aluminum, metalg, cracking, chipping, peeling, mildew resistgnt, 4 hours N/A
1 : wallboard, ceilings, fiberglas§ outstanding stain blocking, excellent chalk
resistance, resistant to moisture
Masonry, stucco, plaster, woddRemarkable resistance to blistering, crack|ng,
Color Wheel, 75 20 300-500 ferrous metals, aluminum chipping, peeling, excellent adhesion, lo 4 hours N/A
Ti-Gard Latex Conditioner 1250 A ! pping. p 9. exc !
galvanized metals odor, rapid dry
Columbia, Superior resistance to highly alkaline
Econo Vapor-Barrier Latex Primer 110 28 200 Interior walls, ceilings P any 2-4 hours N/A
substrates
02-724
Davlin,
Butylseal 572, 7 N/A 75-250  |Wood surfaces, masonry surfa Good flexibility, adhesion 24 hours N/A
1
Diamond Vogel Paints, Steel, metal, wood, aluminun}, Outstanding adhesion, rust inhibitive, fade
MC Series V-Cote 200 Acrylic o1 39 626 masonry resistant 2-4 hours N/A
Diamond Vogel Paints, .| Wood, hardboard, aluminum| . . . .
BU Series Sure Grip Acnylic Latex Primer 95 38 610 @ 1 mil masonry Outstanding adhesion, stain blocking 2-4 hours N/A
Frazee Concrete, masonry, wood,
065 Acry-Prime Undercoater 86 37 200-400 hardboard, metals, plaster,| Excellent quality, fast drying, high hiding 3-4 heur N/A
drywall
Frazee, Drywall, concrete, masonry, .
061 Aqua Seal Interior Vinyl Acrylic Wall Seale 106 2 125-350 plaster, wood, hardboard Good adhesion 2 hours NIA
Frazee, 80 40 100-350 Block, concrete Exceptional adhesiomsteealkali 12 hours N/A
266 Epotilt Exterior Epoxy Acrylic Concrete Sealer ’ P 5
Frazee, 4 42 100-400 | Concrete, masonry, diywal, Top of the line qualit 2-3 hours N/A
066 Envirokote Primer plaster, hardboard, metal, wopd P d Y
ICI Paints (Glidden), Blocks stains, high hiding, excellent sealifg,
Ultra Hide Aquacrylic Gripper GL 3210 95 50 300-450 Wood, masonry excellent adhesion & hide L hour 1year
Insl-x, - )
Prep-A-Wall WP-3000 115 28 N/A Existing wall coverings N/A 2 hours N/A
Kelly Moore, Undercoating for wood, .
Enviro-Cote Interior Acrylic Primer 87 35 250-350 masonry, wallboard, plaster| Excellent spot primer 1 hour N/A
Modified bitumen, rolled
roofing, bonded tar and gravdl, . .
KST (Kool Seal), a1 N/A 25-100  |asphalt/fiberglass shingles, bjit- 62YY duty coating, improves topcoat N/A N/A
Kool-Lastik Primer 34-600 : adhesion
up roofs, most asphaltic surfag
ponded water areas, flat roofs
Resene Wallboard, particle & chipboarl Good chemical, solvent resistance, excellpnt
. o 31 N/A 125 cement plaster, block, durability, excellent adhesion, excellent fiqw 2-4 hours N/A
D45 Quick Dry Acrylic Primer Undercoater X . . N
brickwork, wallcoverings & sanding properties
Rodda, Concrete, stucco, masonry,)
Flat Acrylic Primer Sealer 100 38 300 drywall, hardboard Smooth, flat 3 hours NIA
. Rodda, . . 108 30 260 Interior walls Smooth, flat 30 minutes N/A
Moisture Vapor Barrier Coating
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Rodda, .
108 42 360 Wood surfaces Flat sandable finish 2 hours N/A
Lasyn Enamel Undercoat
Samuel Cabot,
Exterior White Primer 31 100 N/A Wood surfaces Tough, durable N/A N/A
Sherwin Williams Drywall, steel, masonry, e
lllusions Crackle Medium A46T100 0 18 100 concrete, block, plaster woo Rich finish 4 hours NIA
Sherwin Williams, . ) )
DTM Bonding Primer BE6AS0 51 42 135-335 Metal siding Corrosion resistant 8 hours 36 months
Sherwin Williams, . )
Moisture Vapor Barrier B72W1 35 24 200-250 Walls, ceilings Reduces loss of moisture 4 hours N/A
. - Drywall, ceilings, PVC piping
Sherwin Williams, ; . X
PrepRite Pro Block In/Ext Latex P/S B51 99 36 400 plaster, p.anellng, metal, woodl, Good adhesion, fast drying 4 hours N/A
aluminum, hardboard
Sierra Corp (TK Products),
TK-5334 WB, 54 N/A 600-1800 Wood, metal, fiber glass, plagtic leres rust, corrosion, & deterioration N/A N/A
2
Sierra Corp (TK Products), X . . .
TK-709 Ultra Release 85 N/A 600-1800 Wood, metal, fiber glass, plagtic Hber# slip agent, prevents rust, corrosipn N/A N/A
Smiland (Morwear), Excellent adhesion, alkali resistant, quic|
Exterior 100% Acnylic Surface Primer 2099 98 31 300-400 Stucco, concrete, block drying 4 hours N/A
Smiland (Morwear), Plaster, concrete, brick, tile,| Formulated for extra hide, quick drying, egsy
Interior PVA Acrylic High Build Primer 1877 100 26 250-350 drywall to apply 4 hours N/A
Smiland (Morwear), . . . .
Primer Xcel Quick Grip Int/Ext Quick Dry Enamg 63 40 200-400 Plaster, concrete, brick, Quick drying, excellent adhesion, sandable, 2 hours N/A
hardboard, wood good enamel holdout
Undercoater 4077
Target Coatings, . .
Emtech 8800 Sealer 50 40 500 Paneling, wood Excellent color tone generatio 1 hour N/A
Tropical Asphalt Products Corp,
#4980 Eternalastic Acrylic Asphalt Primer 36 100 200 Roofs, metal surfaces Smooth, flat N/A N/A
United Coatings, Concrete, Fiber, block, brick| UV resistant, alkali resistant, superior colpr
Canyon Tone Stain Pigmented Water-Repellent $tain 126 27 50-150 stucco stability L hour N/A
Vista Ralnt, 35 30 298 Pre-painted pIa;tlc, metals, gl Good adhesion 24 hours 1 year
190 Uniprep aluminum
Vista P.alr'.n, 50 41 350-375 Pre-pqnted metals, glass 300 psi Tensile strength 24 hours 9 months
4000 Uniprime aluminum and plastic
. . Wood or paneling, commercigl
Vista Paint, . > )
. 50 42 300-375 architectural finishes, yacht Non-combustible 1 hour 1 year
4200 Terminator Il K .
interior
Vista Paint, Masonry, drywall, concrete, . .
6000 Earth Coat Primer 18 39 350-500 plaster, wood Superior adhesion, excellent base 2-4 hours N/A
Vista Paint, . )
XP11A Aqualac Industrial Wood Undercoat 70 40 300-500 Interior wood Fast drying, sandable 1 hour N/A
N/A= Not Available
Roof
250 g/l or less Samples 88
Coverage
. VOC conten Solids (sq ft/gal) @ Recommended substrate/ . . L 5
Coating Company and Product Name (gmi) (GaByvolume) mil exposure Coating Characteristics Drying time to recoat Pde @70 deg./ Shelf Life
Base Coat
. . Easy application, adhesive sealant, Higl .
Innovative Formulations Co. 0 41 3 sfllb Roofing System Strength to weight, fire resistant, Gel Time: 1 hour N/A

Mirrorseal Superior Roofing System

embrittlement resistant, moisture proof

Dry Time: 4 hours
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Henry,

Smooth-surface, granulated d
sheets, build-up-roof system

=1 ) .
p Provides tough, curable, weather-resista

film, solvent allows low temperature

h

#201 Fibered Asphalt Roof Coating 250 NIA 50 SBS modified or composition application, won't wash off if unexpected r NIA NIA
roofs, metal roofs for rust y
N cold-applied.
prevention.
Tropical Asphalt Products Corp, Felt, mineral cap sheets, exist| Durable, waterproof, flexible, wrinkle and
#202 Fibered Roof Coating Asbestos Free 250 NIA 33-50 composite shingle roofs blister resistant 48 hours NIA
Henry, Good adhesion, resistant to ponded watér,
#826 Rubberkote Base Coat 200 45 100 @ 22 EPDM roofs seamless, highly reflective 24 hours to recoat N/A
Composition roofs, asphalt
shingles, metal, concrete, flgt ) . )
Life Paint Compan roofs, rolled roofs, poly foam Primes and seals, resists ponding watef,
. pany, 101 42-45 50 @ 14 ! ; » POl creates a water barrier, resists cracking| N/A N/A
8875 Elastomeric Waterproofing Underseal roofs, mobile homes, plywoogl . o .
superior flexibility and tensile strength
roofs & decks, flower pots,
masonry block walls
Insl-x, For rusted metal where | Turns black over rust, vinyl/acrylic lates, st
Rust Arrestor, RA-0104, 90 26 208@2 sandblasting is not acceptable corrosion 2 hours ta touch, 4 hours te recoat N/A
. Built-up roofing, metal, ) )
Tropical Asphalt Produch Corp, 30 N/A 33-50 masonry, pipes and tanks ab véNaterproof, resists corroswe fumes, sag and 6-24 hours N/A
#360 Asphalt Emulsion crack resistant
or below ground level
. Built-up roofing, metal, . .
Tropical Asphalt Products Corp, . Waterproof, resists corrosive fumes, sag and
#363 Fibered Asphalt Emulsion Asbestos Fre 30 NIA 25-50 masonry, pipes and tanks abgve crack resistant 6-24 hours NIA
or below ground level
Built-up roofing, metal,
Tropical Asphalt Products Corp, masonry, pipes and tanks abqv&Vaterproof, resists corrosive fumes, sag and
#365 Modified Asphalt Emulsion 30 NIA 33-50 or below ground level, SBS crack resistant 6-24 hours NIA
modified, APP modified
Built-up roofing, metal,
Tropical Asphalt Products Corp, masonry, pipes and tanks abqv&Vaterproof, resists corrosive fumes, sag and
#367 Neoprene Modified Emulsion 80 NIA 33-50 or below ground level, SBS crack resistant 6-24 hours N/A
modified, APP modified
Smooth or mineral surfaced
build-up roofing, metal roofind, Resists checking and cracking; flexible;
Western Colloid, masonry, stucco, parapet wal|s,enhances resistance to industrial pollutarts, X
Elastomeric Asphalt Emulsion #298E 13 45 101033 curbs, base flashings, beloW contaminants, and corrosives; allows surface 12 hours firm set NIA
grade walls, most exterior mefal to "breathe"
surfaces
United Coatings Metal, concrete, foam insulati Good adhesion, durability, fire retardant,
9. 5 60 Mar-00 modified bitumen, composit . ! ty, N/A N/A
Roof Mate Base Coat X resists mildew, waterproof
shingle roofs
Henry, ) 4 N/A 34 Most roof surfaces, metal angl Acry||§ modified elastomeric, corrgsmn 6 to 24 hours when hot, 2 to 7 days when cool &plafn N/A
#100 Elastomulsion masonry resistant, waterproof, cold applied.
Henry, Roof, metal and masonry . . |
#0297 ElastoBlack 4 55 34 @48 surfaces Corrosion resistant, waterproof, cold applied  64d@urs when hot, 2 to 7 days when cool & darp. N/A
Coating built-up, mineral .
Gardner-Gibson, Inc. (APOC), 0 N/A 50 surfaced, metal, concrete, Ddirlzz!e';;‘:‘1’2:‘;6;22'_:“3’&”3 n-ZirrTf];:::?ed 4-8 hours to recoat N/A
300 Non-Fibered Asphalt Emulsion corrugated and other roof ’ rooﬁnp vy !
surfaces P 9
Coating built-up, mineral .
Gardner-Gibson, Inc. (APOC), 0 N/A 50 surfaced, metal, concrete, Ddirlzz!e';;‘:‘1’2:‘;6;22'_:“3’&”3 n-ZirrTf];:::?ed 4-8 hours to recoat N/A
302 Fibered Asphalt Emulsion corrugated and other roof ’ P vy !
proofing
surfaces
Virtually any type of roof surfa
Gardner-Gibson, Inc. (APOC), 0 N/A 50-75 including bitumen, built-up | Watertight, resists peeling, resists crackirlg, 4-8 hours to recoat N/A

337 Elastomeric Asphalt Emulsion

roofing, asphalt, shingles, met

concrete, old tar roofs

resists checking
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Gardner-Gibson, Inc. (Gardner),

Built-up ply sheets, mineral

Damp-proofing, excellent weatherability, n

042-GA, Non-fibered Emulsion Roof Coating 0 N/A 50 surfaced cap sheets, other asj] flammable, odorless, bonds to damp or dry 4-8 hours to set, 24-48 days full cure N/A
roof surfaces surfaces
. Built-up, metal, concrete, | Damp-proofing, excellent weatherability, ngpn-
Gardner-Gibson, Inc. (Qardner),» 0 N/A 50 corrugated, mineral surfaced, flammable, odorless, bonds to damp or dry 4-8 hours to set, 24-48 days full cure N/A
Aqua Tec Roof & Foundation Coating
other roof surfaces surfaces
Henry, 0 N/A 60 Most roofs, septic tanks, plant Corrosion resistant, does not crack, col 6 to 24 hours when hot, 2 to 7 days when cool &plafn N/A
#107 Asphalt Emulsion  Sep P applied ' Y
Henry, Roof, metal and masonry . . |
#307 Fibered Asphalt Emulsion 0 N/A 25-34 surfaces Corrosion resistant, waterproof, cold applied ~ 64ch®urs when hot, 2 to 7 days when cool & darhp. N/A
Smooth or mineral surfaced
build-up roofing, metal roofind, Resists checking and cracking; flexible;
Western Colloid, masonry, stucco, parapet wal|s,enhances resistance to industrial pollutarts, X
Product #298 Asphalt Emulsion Roof Surfacin 0 40 101033 curbs, base flashings, below contaminants, and corrosives; allows surface 12 hours firm set N/A
grade walls, most exterior mefal to "breathe"
surfaces
Reflective and Other Topcoats
May be installed over flat roo
system, good adhesion to mqst . L . .
.Andelf, 250 N/A 360@3 metals including rusted or Thermoplastlg resm, ar dW‘“g’ highly 12 to 24 hours N/A
Silver Film g reflective, high solids
corroded, asphaltic or coal tgr
pitch roofs.
All kinds of roofing, Aluminum All cllmatlt:»extremes, protect§ agal.nst uy,
Andek tin, corrugated steel Concretpungture resistant up to 120 psi, moisture
Polaroof RA.C. 200 N/A 40 @30 urethane foam, EPDM and ot flexible gt low tempergturgs, won t ggt harg or 24 hours to walk on N/A
crack with age, corrosion-inhibiting pigmer
rubber roofs .
aluminum flake.
Previously coated white or
Henry, aluminum roof surfaces, mine]  Water-based acrylic latex, mildew, algae),
. . ! . . 200 62 80 @ 18 surface cap sheet, smooth| fungi, chalking and disbonding resistant, 2 Dry between coats same day application N/A
#299 Premium White Elastomeric Roof Coating surface BUR, SBS, AND APH coats recommended.
roofs.
Henry, Elastomeric polymer latex based, requires
#275 White, #276 Gray, MetalShield WB Elastom 200 45 67 - 100 Metal roofs .p y ' a 2 hours to touch, 24 hours to recoat N/A
. applications (gray then white)
Roof Coatings
EPDM roofs, suited for . . ! )
Henry, o ! White elastomeric, Good adhesion, resista
#827 Rubberkote Topcoat 200 53 100 @22 application over Hypalon® ponded water, seamless, highly reflective. 2 hours to touch NIA
membranes.
Designed where strength, All climates and exposure, oxazolidone
Andek, chemical and oil resistance, ahdchemistry (isocyanate groups), rubber-like
Polaroof RAC-0Z, 160 N/A 50@30 » anachemistry fisocyanate groups), ribb N/A N/A
2 a totally waterproof surface afe finish, highly solar reflective, UV resistant
required. withstands constant water immersion.
Benjamin Moore rsgffsn:f\’\;l:'rf’;ﬁ“;;:g’:::‘”;; e Good adhesion, mildew resistant, easy
) . - 150 27 200-300 phatt, c : * apply, resists peeling and blistering, fump 1 hour to touch, 6-8 hours to recoat N/A
Moorcraft Roof Spec Latex Semi-Gloss Finish 1| cement and clay tile, previougly resistant
painted metal roofs
Life Paint Compan Composition roofs, rolled Durable, flexable, solar deflection of 80%
i pany, . 133 N/A 50 @ 14 roofing, asphalt shingles, foain T ! . i 8 hours for initial cure, 24 hours to recoat N/A
88-20 Elastomeric Roof Coating . resists the ponding of water
roofs, metal roofs, mobile homes
CIM, For roofing, concrete, steel, . .
CIM 800, 111 86 N/A glass, wood, previous coatin S\Neather durable, silffeadherlng, 45 minutefpot 1 hour N/A
2 and linings
Western Colloid, For metal, smooth BUR, mine{  Excellent weatherability, elongation and|
Aluminum Reflective Roof Coating "Silverwhite' 109 40 67 surface, emulsion, and Glag tensile strength, flexibility, 76% reflective 1 hour N/A

#525

Shield roof systems

reduces UV degradion
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For new or previously painte

Good adhesion, mildew resistant, easy

Benjamin Moore, roofs of asphalt, concrete, slafe, . X N N
Moorcraft Roof Spec Latex Flat Finish 140 100 40 200-300 cement and clay tile, previougly apply, resists ptreeesllir;?a?t'ld blistering, fump 1hour to touch, 6-8 hours to recoat N/A
painted metal roofs
Henry, Most roof surfaces, stucco & Water-based acrylic latex, mildew, chalkin
#281, #282, #284 and Custom Elastomeric Rgof 100 53 50 @ 18 ! ) ! X ' ! 9 2 coats same day application N/A
. masonry parapet walls. disbonding resistant
Coating
Henry, Most roof surfaces. stucco & Water-based acrylic latex, mildew, chalking,
#280 White Elastomeric Roof Coating 100 53 50 @ 18 masonry parapet walls. disbonding resistant; hlghly reflective, U 2 coats same day application N/A
protection
Water-based acrylic latex, highly resistant|to
Henry, Most roof surfaces, stucco & disbonding, chalking, mildew, discoloratiop,
#287 Solar Flex White Roof Coating 100 42 100 masonry parapet walls. highly reflective, UV protection, 2 coat 2 hours to touch NIA
application
Tropical Asphalt Product Corp, Highly reflective, flexible, durable, weathe}, 4 hours to recoat
#901 Standard White Elastomeric Roof Coatinfy 100 44 100 All types of roofs UV resistant, good adhesion 24-48 hours cure NIA
Tropical Asphalt Product Corp, Superior adhesion, flexible, highly reflectivie, 4 hours to recoat
#911 Eternalastic White Elastomeric Roof Coating 100 59 100 All types of roofs resists mold and mildew 24-48 hours full cure N/A
Tropical Asphalt Product Corp, Highly reflective, flexible, durable, weathdr 4 hours to recoat
#921 Reflex White Elastomeric Roof Coating 100 44 100 All types of roofs resistant, UV resistant, fast drying 24-48 hours full cure NIA
Metal, smooth BUR, mineral
Tropical Asphalt Products Corp, surface, emulsion, compositign Durable, excellent elongation and tensil
#113 Hydro Aluminum 100 NIA 85-100 shingle, and modified roof strength, 55% reflective N/A N/A
systems
For asphalt and polyurethan . . .
Dunn Edwards, ) . Increases light reflection, water-sensitive for
Stay Kool Roof Coating W 2456 85 36 50-75@17 wg¢t foam roofing primed wood, 72 hours 1 hour to touch, 24 hours to recoat N/A
masonry and metal
. For bU|It.-up roof, gravel roof, Durable, weatherable, excellent elongati¢n
ICI Paints (Dulux), 81 50 60 galvanized steel, concrete, roperties, resists cracking, dirt pick-u 2 hours to touch, 8 hours to recoat N/A
Rooflex Top Coat SA10XX urethane foam roofing, wood 4 prop ! resistance 9 p P !
composition shingles
ICI Paints (Devoe), - . L . .
Devflex 4020PF Direct to Metal Primer & Flat Finj 76-80 44 275-350 For metal bU|Id|ng§, galvanlzed\Nat.er-bome acrylic prlm‘er, mllt‘iew re5|st§nt, 30 min. to touch, 2 hours to recoat N/A
R steel, aluminum resists flash rust, corrosion resistant, flexible
4020-1000 white, 7100 red
For wood, concrete or metal
surfaces and roof surfaces such
as asbestos asphalt tile, hot . . .
Fanwest, . ) ) 75 49-51 65-70 mopped tar, elastomeric Sun reflective, excellent adhespn, resistait to 1 hour to touch, 18 hours to recoat N/A
#5500 Wonderflex Elastomeric Acrylic Coating| . X salt water spray and pooling water
aluminum, galvanized metal
roofs, and fiberglass and wodd
shingles
Asphalt roofing, fiberglass
roofing, shingle roofing,
. fiberglass skylights, natural of .
Anchor Coafings, 73 22 100-250 pre-painted wood surfaces, Water-repellent, resists UV exposure, resfsts 1 hour to touch, 4 hours to recoat N/A
Natural Sealant 104 . N mold and fungus growth
concrete, brick, stucco, tile
roofs, stone, aluminum, and|
metal surfaces
Aluminum, weathered
X . galvanized metal, wood, asphflt . . . ) .
BLP Mobile Paints, 71 49 50@15 |[shingles, built-up roofs, urethd acrylic emulsion, reflective, flexible, resis 1 hour to touch, 24 hours to recoat N/A

Elastomeric Roof Coating Reflective White 43-

foam, concrete, well bonded
gravel roofs and cement tile:

mildew, superior weatherability
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Smiland (Morwear),

Most flexible roof surfaces su
as composition shingles,
fiberglass shingles and urethd

ne . . .
Reflective, very flexible, acrylic latex,

Cool Life Acrylic Latex Flexible Roof Coating 870- 66 45 50-100 |[foam. Also roofs of loose gra R 30 minutes to touch, 6 hours to recoat N/A
. h extremely adhesive
00 masonry shingles, aluminunf
roofs, galvanized roofs and
mobile home roofs
Dunn Edwards, New low and high density Superior adhesion, excellent resistance fo
Elastomeric Acrylic Roof Coating, W 5824 65 56 40-60 polyurethane foam roofing |water, cracking, and dirt pickup, heat reflecive 2 hours to touch, 12 fo 18 hours to recoat NIA
Davlin, Existing and new roofing . . .
X 64 65 900 UV resistant, tough, flexible, reflective 4 to 8 meto recoat N/A
Acrylastic 900 substrates
For urethane foam roofs, built
ICI Paints (Slncla|r), 62 58 80 roof, plywood and metal roof§, Durable, highly reﬂec.tlve, insulative, UV 1 hour to touch, 6 hours to recoat N/A
SAVX70 Roof Coating concrete, and other masonry protection
surfaces
. . . Waterborne acrylic, mildew resistant, tough,
Color Wheel Residential, commercial roof, flexible, good color retention, alkali and
Tropicoat Roof Paint, Ext. Flat, 340 61 38 400@1.5 dry cemgnt & congrete tlleg, glaz gfﬂorescence resistant, resistance to bliste] 1 hour to touch, 4 hours to recoat N/A
tiles, Spanish clay tiles X S .
cracking, chipping and peeling
Commercial and residential upe
) ) on galvanized metal or
BLP Mobile Paints, ) ) . . .
Mobile Home Roof Coating White with Fiber 43417 59 37 200@3 aluminum, ideal for mobile Mildew preventative 1 hour to touch, 2 hours tooc N/A
homes, metal tool sheds, stor;
buildings, awnings, canopie:
. Asphalt shingles, metal roofg, , . . .
Acry-Tech Coatings, 56 57 100@16 smooth asphalt, modified Mildew, UV, water resistant, good adherence, 50 min touch N/A
CeramaX ; strength, elongation 3 hrs recoat
bitumen
For urethane foam, built-up .
Gaco Western Inc., ) ) 56 51 816@0.025 roofs, masonry, concrete, Excellent hardness., adhesion, strength, witer N/A N/A
GacoFlex A-44, Water-based elastomeric coatifig resistance
plywood roofs
Gemini Helps wood to stay flexible, penetrates,|
Total Wood Protectant (TWP) 200 50 94-96 100-250 For wood shingles resistant to mildew, algae anq moss, blodks 48 to 96 hours to dry N/A
UV rays, water barrier
Grigas Paint Asphalt, aluminum, concrete]
.gg . 49 53-56 100 polyurethane roofs, wood roofsPurable, flexable, weather and flame resisfant 4dotutouch, overnight to recoat N/A
Elastomeric Coating 300W37 .
galvanized steel
Industrial, commercial,
residential, & agricultural
substrates such as asphalt|
Anchor Coatings, fiberglass, asbestos shingle$,Acrylic resins, rubber-like coating, extremgly
Thermo-Flex 103 Elastomeric Roof Coating &| 40 42 100 concrete or clay tile, precas{ durable, penetrant, UV resistant, 80-85% 1 hour to touch, 4 hours to recoat N/A
Sealant concrete, slate, sood shake, roll reflectant
roofing, build-up roof,
polyurethane foam, all types ¢f
metal
Wide variety of roof systems|
including new and repaint foan
Dunn Edwards, roofs, felt composition built-u; . .
Elastomeric Acrylic Roof Coating, W 6139 40 52 55-65@25 wet roofs, asphalt, asphalt shinglp Excellent resistance to weathering 1 hour to to@éHours to recoat N/A
roofs, metal roofs, wood,
concrete
For "fluid applied reinforced
Western Colloid, 39 53 33 roofing" membranes, metal | Elastomeric acrylic coating, high durability, 1 hour N/A

Elastahyde #720 ARC, white

roofs, built-up roofs, singly pl
membrane roofs

tough, flexable, 87% reflective
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APP modified bitumen, asphdlt
. emulsion, western colloid “fluil Elastomeric acrylic coating, adheres well,
Western Colloid, " X - - .
39 50 33 applied reinforced roofing performs well under ponding conditions, 1 hour N/A
Elastahyde #770 AXP ; ) .
membranes, build-up, single g tough, flexable, 85% reflective
foam, and metal roof systemp
For sprayed polyurethane foafn,
western colloid "fluid applied
. reinforced roofing" membranefs, . . . .
Western Colloid, 39 59 33 western colloid metal roof, Elastomeric acryll.c coating, high durability, 1 hour N/A
Elastahyde #790 AFC . - | 85% reflective, tough, flexable
conventional and modified buift-
up roofs, single ply membrane
roofs
) All metal roofing, water tanks| . . )
Anchor Coatings, . .. |Rust and corrosion resistant, UV resistant, [80 -
Metal-Kote 102, White and Custom Colors 37 32 150-250 storage bins, other building 85% reflectant 1 hour to touch 4 hours to recoat N/A
surfaces
American Chemical Technologies, PVC. EPDM. foam. hypalon UV, weather resistant membrane, durable;
Tri-coat, Elastomeric Coating for EPDM Roof 36 60 25-100 . ' P ' high volume solids composition, lightweigipt, 24 hours N/A
built-up roofing, metal . N .
Systems mildew resistant, solar reflective
Geocel 9500 MB 36 60 20-50 Metal roofs, siding, metallic | Resists weathering, U\{, dirt pick-up, is hig 1.5-2 hrs touch N/A
surfaces reflective
Metal, concrete, foam, brick, fl . .
KST (Kool Seal), o ! ! *. |Forms a rubber-like blanket, 100% acrylic,
White Elastomeric Roof Coating 63-300 26 N/A 50-100 cement tile, b.arrel cemgnt tilg, reflective, mildew and algae resistant N/A N/A
aged aluminum coatings
KST (Kool Seal), Metal, concrete, foam, brick, fl
Gray Elastomeric Roof Coating 24 N/A 50-100 cement tile, barrel cement til¢, Mildew, algae resistant, retains flexibility| N/A N/A
63-320 aged aluminum coatings
Gaco Western Inc., . . .
Gaco Flex A-32/A-32/R, Water-based elastomelic 21 59 951@0.025 For urethane foam insulatior}, Reflective, excellen.t hardness, strength, water N/A N/A
. concrete, plywood, metal roofs resistance
coating
KST (Kool Seal), Metal, concrete, foam, brick, fl . . o
Black Elastomeric Roof Coat 21 N/A 50-100 cement tile, barrel cement tilg, Forms ‘.”lth'Ck .rubbgr fike blanket, 100@ N/A N/A
R X elastomeric acrylic, mildew and algae resig
63-325 aged aluminum coatings
Cement tile; built-up roofs;
Gardner-Gibson, Inc. (Sta-Kool) rng;géo;;a\zng\;srgﬁz Tough, flexible, durable, resists cracking
Ultra White Elastomeric Roof Coating 770 20 N/A 50-75 shingle roofs; roofs previousl resists peeling, rersalls;s mildew, reflects U 24 hours to recoat N/A
coated with asphalt, aluminurp, 4
or tar
Cement tile; built-up roofs;
metal roofs; polystyrene foanf;
mobile home roofs; bonded
Gardner-Gibson, Inc. (Sta-Kool), gravel roofs; roofs previously| Thick rubber shield, prevents cracking arjd
Ultra White Elastomeric Roof Coating 780 20 NIA 50-75 coated with asphalt, aluminurp, roof damage, waterproof, reflects UV rayp 24 hours to recoat NIA
or tar; built-up roofs, polyester
plastic panel, urethane foam,
modified bitumen roofs
Cement tile; built-up roofs;
. metal roofs; mobile/RV roofs:; . . . .
G‘ardner-Glbso.n, Inc. (Sta—KooI), 20 N/A 50-75 bonded gravel roofs: roofs Tough, flexible, resists cracking and peeling, 24 hours to recoat N/A
White Elastomeric Roof Coating 700 . 5 reflects UV rays
previously coated with asphalt,
aluminum, or tar
) . ) UV, weather resistant membrane, durable;
American Chemlcal Technologies, 19 60 25-100 PVC, EP.DM' foam, hypalon, high volume solids composition, lightweigint, 24 hours N/A
Geotherm, Elastomeric for Hypalon Roof Systens built-up roofing " . X
mildew resistant, solar reflective
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Metal, concrete, foam, brick, fl

KST (Kool Seal), UV reflective, high solids, forms a thick

Premium White Elastomeric Roof Coating 63-690 16 100 50-100 cement tile, b.arrel cemgnt l tubber-like blanket, mildew and algae resistant N/A NIA
aged aluminum coatings
Andek Acrylic elastomeric, inhibits corrosion, resipts
polaroof 'AC 10 N/A 33@48 wet| All standard roofing substratdangus, flexable, UV protection, will not crg| 2 to 4 hours to recoat N/A
or get brittle with age
American Chemical Technologies, " X . | Seamless membrane, durable, solar reflective,
Acta-Cryl Acrylic Roof Coating 9 56 25-100 Built-up roofing, metal roofing UV, mildew resistant 24 hours N/A
Metal, built-up, concrete,
United Coatings, EPDM. Hypalon, modified Durable, resists weathering, UV, mildew, |s
Roof Mate 9 54 NIA bitumen, composite shingle| highly reflective, tensile, fire retardant 25hrs NIA
roofs
KST (Snow Roof System), 1 N/A 100 Metal roofs on mobile homes, ?:ﬂi(ceilcnzveit’hr:bsjiﬁiid Z':]Zt:‘?:fa;:‘gsx i: ¥ 2 to 8 hours to cure N/A
Mobile Coat White Reflective Metal Roof Coating RVs and trailers picly P »exp

contracts, won't crack or peel, mildew resistant

KST (Snow Roof Systems) For professional-grade

Roofer's Best, Professional White Roof Coating 1 N/A N/A elastomeric co.atlng for sealingRubberized plastic coating, reflective, flexiple a28 hours to touch N/A
and saving roofs
Most roof surfaces, mobile ) . ) )
KST .(Snow Boof Systems), 1 N/A 100 homes, old tar, asphalt, metdl, Elastic, rubber‘lzed plastic, UV reflective, 2 to 8 hours to cure N/A
Premium White Roof Coating concrete won't crack or peel

Air-drying, halogenated, aquaborne
0 N/A 120 All standard roofing substrat¢sopolymer, inhibits corrosion, protects aga N/A N/A
UV deterioration

Andek,
Polaroof Firegard

Andek, 0 N/A 66@20 All standard roofing substrat JSAquaborne, |nh|b|Fs corrosion, resists fungus, 2 to 4 hours to recoat N/A
Polaroof SP flexible, tough
. For polyurethane foam, meta}, Excellent weatherability, breathable fron
Everest Coatings, . R
g ) 0 55 65 and concrete, as well as underneath, resistant to alkali, UV and N/A N/A
Evercoat 5400/5410, Acrylic Elastomeric . . .
previously coated surfaces mildew, reflective
Gaco Western Inc., 0 18 287@0.025 For Decks, metal roofs Excellent hasireethesion, strength N/A N/A
GacoSil S-50 Water-Based Clear Silicone ) ’ ’ 9
For most roof surfaces includi
GAF Materials, modified bitumen, smooth BU! . . .
Matrix 715 MB Coating 0 N/A 100 Hypalon, PVC, and TPO roofi Durable, highly reflective, UV resistant N/A N/A
membranes

2 coats required, Resists cracking, peelirjg
0 62 50-75 Most roof surfaces mildew, high durability, superior hiding 4 hours to recoat N/A
ability, reflective, UV resistant

Gardner-Gibson, Inc. (APOC),
252 Sunwhite Elastomeric Roof Coating

Gardner-Gibson, Inc. (APOC),

400 Sunbrite Aluminum Roof Coating 0 N/A 75-100 Virtually any type of roof surfage Reflet, non-toxic, non-combustible 4-8 hours to recoat IAN

DTM application on aluminuny,

Rust-Oleum (Sierra), Direct to metal coating, corrosion and

S-37 Metalmax DTM 0 40 180-545 |galvanized steel, steel, and ot} humidity resistant, UV resistant, fast dryirig 30 min. to touch, 2-4 hours to recoat N/A
metal surfaces
Western Colloid, . - ) )
Product #901 Clear Rock Binder 0 40 50 Gravel roofs, masonry, plaster High Durahilityn sagging 30 min to touch, 1 hour dry N/A
N/A= Not Available
Rust Preventative Coatings
400 g/l and less Samples 9
. VOC content Solids Recommended substrate/ . L R .
Coating Company and Product Name (gmi) (% by volume) Coverage exposure Coating Characteristics Drying time to recoat Pde @70 deg./ Shelf Life
ICI Paints (Devoe), Steel structures, tanks, Resistance to solvents, good color contrgst,
Catha Coat 305 Water Based Inorganic Zinc Cogting 0 61 978 equipments, piping resists mudcracking 2 hours 5 hours
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Devoe High Performance Coatings

Exterior of tanks, metal
buildings, structural steel,

Direct-to-metal or masonry primer, shop

Direct-to-Metal Primer & Flat Finish 76 44 275-350 ining. handrails. masonr applications, low VOC, low odor, resists flgsh 2 hours N/A
DEVFLEX 4020PF 4020-1000-white piping. - Y rust, corrosion resistance
construction
) . Exterior of tanks, metal ; )
Devoe High Performance Coatings buildings. structural steel Direct-to-metal or masonry primer, shop|
Direct-to-Metal Primer & Flat Finish 80 44 275-350 i0in ?windrails masonr' applications, low VOC, low odor, resists flgsh 2 hours N/A
DEVFLEX 4020PF 4020-7100-red piping. - Y rust, corrosion resistance
construction
Interior or exterior steel,
Devoe High Performance Coatings aluminum and certain galvaniZ Excellent adhesion, corrosion resistance,
Waterborne Epoxy Primer 107 45 719 metal surfaces, concrete, | finish coat hiding, low odor, low VOC, eaq 4 hours N/A
DEVRAN 203 masonry, glazed brick, ceramjc application
tile
Devoe High Performance Coatings weI;IEZ?erdor :r(\;:rzligreztitee!’el h Direct to metal, low VOC, low odor, fast di
Gloss DTM Waterborne Acrylic Enamel 124 39 156-313 |. ... g X R . | & recoat, resist flash rust, corrosion resistqnt, 4 hours N/A
institutional, residential and lig| . . X
DEVFLEX 659 R X high hiding, non-yellowing
industrial areas
ICI Paints (Devoe), Steel structures, tanks. Exceptional resistance to corrosion, mu
High Performance Coatings Catha Coat 302V Z|nc 246 78 1250 . - ’ P - ’ 15 hours 2 years
. equipments, piping cracking, fast dry
Primer
. . Rusted areas where sandblas| Chemically converts tightly adhered rust tp a
Insl-X Superior Coating Systems 90 26 208 is not acceptable, repair an black iron complex thus stopping the 2 hours N/A
Rust Arrestor RA-0104 ; P > fep o 1oppIng
maintenance of existing systems corrosion mechanism
Isl-X Superir Costing Systems 239 7 291 | appled arecty o rustorio| - ofisare g, sewage nesiment s 4hours A
70% Epoxy Mastic EXS-111 PPl Y gs, sewag plants,
previously painted surfaces| encapsulates
Auto restorations, barges &
Zero Rust 400 N/A 230-290 ships, refineries & pipelines, Direct to metal rust protection barrier 20-30 mirsute N/A

Phenolic Alkyd Primer

water treatment plants, metg
buildings, piping

N/A= Not Available
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Stains
250 g/l or less Samples 56
(A @I, Interior VOC content Solids SRS Recommended substrate/ . L . .
Product Name, . (sq ft/gal) Coating Characteristics Drying Time
Exterior (gm/l) (% by volume exposure
Components
Opaque
Benjamin Moore, Siding, shakes, shingles, trim, railing, fences, ) . . . 2-3 hrs touch
100% Acrylic Latex Solid Siding Stain 067 Ve 250 31 200-400 interior paneling, beams, rafters Fast drying, excellent color retention, mildew sént 3-4 hrs recoat
Superdeck, - . . . . 1 hr touch
Solid Color Deck Stain-DB-9000 E 200 N/A 150-350 Decks, fences, siding, trim, shakes ongdlasting, durable, mildew resistant 2-4 hrs recoat
BEHR , E 158-184 N/A 450-500 Wood Decks, Patio Furniture, esnc Excellent adhesion, resists peeling, scuffira;kin 2-3 hrs touch
Deck Plus Solid Color Deck, Fence & Siding Stdin ’ ’ ! P 9 ragng
Benjamin Moore, £ 03-176 39 300-400 Wood decks including pressure treated wqod, Mildew, blister resistant, durable, excellent color 1 hr touch
100% Acrylic Latex Solid Deck Stain 065 cedar, redwood retention 3-4 hrs recoat
ICI Paints (ICI Dulux), Siding, clapboard, shakes, shingles, beams, . . . 1 hr touch
Woodpride Waterborne Solid Color Stain 260 E 139 28 350-450 fences UV Protection, water repellent, mildew resistant 4 hrs recoat
Sherwin Williams, . . | . 1 hr touch
WoodScapes House Stain Acrylic A5 E 137 35 200-400 Exterior Wood Surfaces Long lastindrenv resistant 2 hrs recoat
Rainguard, . IIE 135 34 125-200 Interior/Exterior Masonry surfaces ad&and chalking resistant, excellent adhesion Pshtouch/recoat
Color-Lok Masonry Stain
Behr, £ 73-135 N/A 200-400 Vertical wood, patio covers, fences, shingSuperior color retention, durability, adhesion, gteation 2-3 hrs touch
Plus 10 Solid Color House & Fence Stain shakes, siding, masonry and stucco resists cracking, peeling, blistering, chalkingston 6-8 hrs recoat
Griggs Paint, Durable, early water resistance, resistant to wiificen
100% Acrylic Stain 301 Series IIE 127 40-42 300-400 Wood, metal, concrete, masonry rain, abrasion resistant, water reducible 1 hour to touch, 3 hours to rec
Okon, -
Sealer & Stain System OK-760 IIE 127 N/A N/A Concrete, masonry, plaster, stucco U\siBent, excellent color stability N/A
Diamond Vogel Paints, 0.5 hr touch
BT Series Rustic Tone Solid Color Acrylic Late E 126 38 610 Bare wood surfaces, trim and siding Durabdeellent fade and blistering resistance :
. 2-4 hrs to recoat
Stain
United Coatings, . . 15 min touch
Canyon Tone Stain Pigmented Water Repellent IIE 126 27 50-150 Brick, stucco, stone UV and alkakistant, water repellent 1 hour cure
Color Wheel, £ 125 30 300-500 Lumber, trim, beams, plywood, siding, Resistant to blistering, cracking, chipping & pegli 1 hr touch
Tropicoat Solid Body Ltx Stain 370 shingles, shakes, fences, railing mildew resistant, non-yellowing 4 hrs to recoat
Kwal-Howells, Wood siding, beams, clapboard, hardboafd, . . o . 1 hr touch
Rustic wood 100% acrylic solid color 6200 E 114 31 250-300 shakes Resistant to chalking, blistering, great adhesion 4 hrs recoat
PPG AF
Olympic Procoat Premium Acrylic E 109 34 150-350 Vertical wood, hardboard, masonrycstu Durable, long lasting color, UV, mildew resigtan 30 min to touch
Solid Color Latex Stain 53900
Porter Paints, . . . X X . 0.5 hrs touch
Wood Guardian Acrylic 1919 IIE 108 26 200-400 Wood siding, trim, shakes, shindts;ing Non-yellowing, weather resistant 4 hrs recoat
Cloverdale, . . . - 45 min touch
Acrylic Wood Stain 066 E 103 36 200-500 Siding, shakes, shingles, fences Extelxterior durability 2 hrs recoat
Yalspar (Mcclggkey), . E 103 36 400 Decks, siding, railings, outdoor furniture UV, moisture, mildew resistant, resists heavy icaff 24 hrs recoat
Solid Deck and Siding Stain porches
Benjamin Moore, Shakes, shingles, trim, railing, fences, intefior X . . 2 hrs touch
100% Acrylic Latex Solid Siding Stain 089 E 100 30 200-400 paneling, beams, rafters Fast drying, mildew resistant 3 hrs recoat
ICI Paints (ICI Dulux), . . . 0.5-1 hr touch
4700 Acnylic Stainteke IIE 87-98 36 300-400 Wood, stucco, masonry, primed metg Mildew, water resistant 4 hrs recoat
Cloverdale, E 97 30 200-320 Fences, wood, composite siding, masonfy, Excellent adhesion, UV, weather, chalk resistani-n 1 hr touch
379200 Tower Premium Latex Wood Stain railings yellowing 4 hrs recoat
Sherwin Williams, - - ) : .
Great Outdoors Latex Solid Color Wood Siding S £ 97 36 200 Lumber, S|d|ng,. composition board, shak¢sChalk, fade, bleed and mllde-w resistant, fast d@rgind 1 hr touch
Best shingles, fences self priming 4 hrs recoat
Sherwin Williams, Wood sawn lumber, plywood, shakes, — X . 1 hr touch
ProMar Exterior Solid Color Acrylic Latex Stain AL6 E 97 34 200-400 shingles, masonry, aluminum Fast application & drying, good penetration 4 hrs. recoat
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Smiland (Morwear), . 0.5-1 hr touch
Exterior Acnylic Solid Color Rustic Stain 4301 E 97 42 300-400 Wood, masonry, concrete, metal surfages Super color retention, durable 4 hrs recoat
Vista Paint, - . 1 hr touch
3000 Acribond E 97 40 300-400 Wood, masonry Durable matte flat finishdew resistant 4-6 hours recoat
PPG AF .
. . . . . . 30 min. to touch
Olympic House and Trim E 82-93 35 150-350 Vertical wood, hardboard, masorugc® Durable, long lasting color, UV, mildew reaist 2.4 hrs recoat
Exterior Solid Color Latex Stain 54700
Kelly Moore, 1 hr touch
1240-Acry-Shield Acrylic Flat Finish E 94 43 200-500 Wood, concrete, masonry, metal surfages Long lasting color, weather resistant 4 hrs recoat
Pastel Base
Hallman Lindsay, Shingles, shakes, siding, fencing, most| Outstanding color retention, mildew resistant, éece .
Kril Tone 100% Acrylic Solid Color Stain 185 E 85 35 400 hardboard adhesion, durable 2 hrs touch, ovemight to reco
San Luis Palnt§ E 78 6 450 Siding, shakes, shingles,, hardboard,, masonry Durable 1 hr touch
500 Emulsa Stain and stucco
Benjamin Moore Rough wood siding, shakes, shingles, Fast dry, , excellent hiding and adhesion, alkdisterin 2 hrs touch
Jami .' . E 19-75 29 300-450 hardboard siding, trim and fencing, masorjry, e liding anc ’ 9
Super Spec Acrylic Exterior Stain 179 stucco mildew resistant 3 hrs recoat
Columbia, £ 7n 34 100-320 Wood siding, hardboard, brick, concrete] Excellent water resistance, adhesion, color retenti 1 hr touch
Woodtech Solid Color Latex Stain 09-400 aluminum alkali resistant 2 hrs recoat
Sherwin Williams, . .
Great Outdoors Latex Solid Color Wood Siding S IIE 71 27 400 Lumbgr, siding, composition board, shak SChaIk, fade, bleed resistant, fast drying and wetfing L hrtouch
Better shingles, fences, metal and masonry 4 hrs recoat
Dunn Edwards, Masonry, concrete, tilt-up, block, stucco
Acri-Flat 100% Acrylic Ext Wood Stain/Masonry H E 70 40 300-400 Y, - theup, ! Excellent color retention, good grain crack resisea 4 hours
. plaster, exterior metal
Paint W 704
Okon, . - . . |
Weather Pro OK-710 IIE 67 N/A 50-250 Decks, fencing, shakes, siding Supéoraretention, UV resistant, water repellen 2 tosch
. Pre-primed fiber cement board . .
Columbia, ) . Excellent water resistance, color retention, good 0.5 hrs touch
Woodtech Solid Color Pre-Stain 09-870 Ve 62 30-32 820-400 Interior & Exterior bare wood penetration 1-2 hrs recoat
substrates
EPMAR, - . 0.5-1 hr touch
Rembrandt Polymer Stain IIE 30 20 150-300 Concrete, plaster, cement Chemicaltees, excellent adhesion 2.3 hrs recoat
Van Technologies Inc., X .
Van Aqua-220 IIE 18 N/A N/A Wood surfaces Fast drying 10-20 min.
EPMAR, .
Kemiko Stone Tone Concrete Stain IIE 0 N/A N/A Concrete, plaster, cement UV Resistant N/A
FUHR, | 0 14 N/A Any wood surface Fast dryin 15 min
ZVOC Universal Stain 155 Y ving
FUHR, Furniture, molding, millwork, cabinets, doo| . . . . . .
2VOC Waterbased Stain 5800 IIE 0 14 N/A decks Chemical resistant, water resistant, excellent hilitya 5 min. touch, 20 min. recoat
Silvertown Products, - .
Rhinoguard Wood Defense E 0 N/A 550 Wood, decks, siding UV Resistant 72 hours
Semitransparent
Superdeck, E 250 N/A 150-350 Decks, siding, shakes, log homes Wistant, inhibits mildew growth, water repellery 18 touch
Exterior Transparent Stains DB-1900 ! 9 109 ! 9 ! P
Superdeck, Stone Surfaces, patios, porches, concrete . . . . 1 hr touch
Transparent Concrete Stains-DB-6000 E 250 7 100-200 driveways Mildew, chemical resistant, lang lasting, 4 hrs recoat
The Armstrong-Clark Co., Decks, siding, shakes, shingles, fences, log . .
Armstrong's Weather Shield Clear E 225 N/A 200-400 homes Good penetration, water repellant, UV protection N/A
The Armstrong-Clark Co., Decks, siding, shakes, shingles, fences, fog . .
Armstrong's Weather Shield Semi-Transparent Jtain E 225 N/A 200-400 homes Good penetration, water repellant, UV protection N/A
Color Wheel, . - . . . . .
Tropicoat Transparent Wood Stain 100% Acrylic E 170 18 200-400 Lumbgr, trim, beams, plywood, .s.ldlng, Good chalk reS|star.1cej re5|stan‘t to blistering;ldray, 1 hr touch
. shingles, shakes, fences, railing chipping, peeling 4 hrs recoat
Satin 170
ICI Paints (ICI Dulux), Above ground exterior bare wood, siding, . . .
Woodpride Waterborne Semi-Transparent Stain $610 E 148 24 200-400 shingles, etc. UV Protection, water repellent, mildew resistant olihtouch
Okon, Wood stain/horizontal wood )
Deck Stain OK-720 E 101 N/A N/A applications, shingles UV resistant, water repellent 2 hours touch
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. Pre-primed fiber cement board
Columbia, X ) . . 0.5 hrs touch
Woodtech Transparent Pre-Stain 09-850 IIE 93 18 320-400 Interior & Exterior bare wood Excellent color retention, good penetration 1-2 hrs recoat
substrates
Okon Decks, fences, log homes, smooth siding,
! E 90 N/A N/A outdoor furniture UV Resistant, water repellent 2 hrs touch
Natural Choice OK-820 .
pressure treated lumber, shingles
EPMAR, . 1 hr touch
Kemiko Transparent Stain E 30 15 300-400 Concrete, plaster, cement, wood UV Regis 2.3 hrs recoat
sllvenown Pro.ducts, . | 0 N/A N/A Furniture, doors, wood beams Fade Resistant 24 hours
Rhinoguard Furniture Stain
Wiping Stains
Vista Paint, . . . 1 hr touch
WN11 Wiping Stain | 245 19 200-400 Interior decorative wood Semi-Transpiare 2.3 hrs recoat
Farwest, . . . 1-2 hrs touch
X-6281 Wonderglo Waterborne Wiping Stain : 180 16 200 Millwork, cabinets, wood furniture N/A 8 hrs recoat
FUHR, . .
Wiping Stain 105 E 15 17 N/A Any wood surface Fast drying 30-45 min. récoa
N/A= Not Available
WP Sealers
200 g/l or less Samples 19
. VOC conten Solids Coverage Recommended substrate/ . L L 5
Coating Company and Product Name (@mi) (GaByNvolume) (sq ftigal) exposure Coating Characteristics Drying time to recoat Pde @70 deg./ Shelf Life
For multiple surfaces including
Seal-Krete, concrete sidewalks and patios, . )
Multi-Surface Water Repellent 187 N/A 100-400 vertical surfaces such as brickUV resistant, non yellowing, non-flammabje 2-4 roto touch, 24 hours to walk
and stucco, and wood
Okon, Breathable, penetrating, dust proofs an
W-1 Water Repellent Sealer OK-910 134 NIA 75-325 Concrete, plaster, stucco-smpoth hardens concrete, UV resistant N/A
Griggs Paint, 117 21 150 Concrete Structures, driveways,Highly durable, water repellent, UV and o}l N/A
Hydro-Acrylic Stain 300-65 garages, carports, walkwayq resistant, penetrant
Okon Adobe, brick, concrete, clay
Waterproofing Sealer OK-930 116 N/A 100-400 plaster, plywoqd, stucco, & Non-yellowing, UV resistant N/A
wood shingles
Davlin, Exterior Concrete, Superior Adhesion, peel resistant, extremgly
. . 75 60 100 masonry, stucco, most woo . . 24 hours to recoat
Acrylastic 490 Waterborne Elastomeric Wall Coay tough, resistant to alkali, salt and fungu:
& metal substrates
Daviin, Decks, patios, balconies, terrg
Acrylastic 600, Waterproof Deck Coating 75 51 100 P siairs ! Extremely tough, superior flexibility 24 hours tacoat
1
EPMAR, UV, stain and abrasion resistant, non-
Kemiko Clear Acrylic Urethane, 50 30 300-400 Concrete, plaster, wood, mefals ! yellowing ’ 30 minutes to touch, 1 hour to recoat
1
. . Excellent elongation, excellent tensile
Smlland (Morwgar), 30 N/A 80-200 Concrete, stucco, brick, stong, strength, excellent exterior durability, 1-2 hours touch
Elastomeric Waterproofing Clr 2571-70 decks R
excellent water resistance
Daviin, Interior & Exterior Concrete, Superior Adhesion, peel resistant, extremgl
Acrylastic 490TC Waterborne Elastomeric Textufed 29 55 100 Masonry, Stucco, most wood & P . P " ’ I 24 hours to recoat
X tough, resistant to alkali, salt and fungu:
Coating metal substrates
Rainguard Above-grade masonry, concrg Conditioner or curing compound on greep
9 ' 20 12 70-300 stucco, brick, stone, clay roofs,  masonry and concrete, helps prevent N/A

Acry-Lok Acrylic Based Water Repellent

wood

efflorescence, chalking, water repellent
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For vertical concrete, cement,
masonry, and stucco surfaceg.
Seal-Krete, Also, stone, brick, adobe, wodd, ) .
High Solids Waterproofing Sealer 15 25 80-300 plaster limestone, drywall, Waterproofing, excellent adhesion 2 hours
galvanized metal, vinyl siding,
roof tiles
For vertical concrete and )
Seal-Krete masonry surfaces. Also stuc cl)\lon-yellowmg, reduces efflorescence on b
. 8 10 50-300 Y S . " homes, strengthens motor joints, color 2-4 hours to dry, 2 hours to recoat
Waterproofing Sealer concrete, brick, roof tile, N
. ) rejuvenator
wood, siding, galvanized metgal
Concrete driveways, walkwayf,
brick paver, patio deck steps,
GE Sealants & Adhesives, vertical masonry surfaces UV resistant, excellent water repellency X
VIP1550 Concentrated Water Repellent ! 47 125-450 including natural and synthetic resistant to cracking, blistering 12-14 hours for foot traffic
stone, tilt up concrete, brick.
clay tile, stucco and block
EPMAR, Concrete, masonry, compositgs, Chemical resistant, excellent strength, 2p
Sta-Crete 2102 Polyurethane Membrane, 0 100 40-160 ! . P ! N ! N gt 5 hours to touch, 24 hours to walk
2 carbon steel, and wood minute pot life
Henry, Above- and below-grade Seamless rubberized asphalt membrang,
#787 ElastoMulsion Waterproofing & Dampproofing, 0 70 100 goncrgte, masonry struqure; weathers un!formly, resilient, excellent 24-48 hours
including block foundations adhesion, non-flammable
Kryton, Wood, concrete panels, stucqoUV resistant, non yellowing, protects agaifst
Krystolseal W/B Clear Acrylic Sealer K-750, Senji- 0 N/A 100-400 o P ’ | - M ing, p gai N/A
X . brick, concrete block, masonty chemicals, stains, biological growth
gloss, Interior/exterior
Solid siding, trim, fencing,
plywood, shakes, shingles, dgck Outstanding repellency, protects all woofl
Monopole, . . S .
0 11 60-250 lumber, patio furniture, doord, surfaces from deterioration due to swelling, N/A
Monochem Aquaseal 2 for Wood 3500 . s S
window sashes, hardboard, shrinking or grain raising
particleboard
Samuel Cabot, Wood, brick, concrete, mason) Unsurpassed water-proofing protection .
Waterproofing With Teflon Surface Protector 1000 0 6 150-250 stone mildew resistant 3 hours to touch, completely dry in 24 hours
Clear penetrating repellent, non-yellowing,
Seal-Krete, 0 N/A 100-200 Wood Surfaces except redwopd non-flammable, does not promote milde! 2-4 hours
Wood Water Repellent and cedar
growth
N/A= Not Available
WP CM Sealers
350 g/l or less Samples 65
X VOC conten Solids Coverage Recommended substrate/ . L P )
Coating Company and Product Name (gmi) (% by volume) (sq figal) exposure Coating Characteristics Drying time to recoat Pde @70 deg./ Shelf Life
Clear
. High performance water repellent, resistant to
. Rainguard, 284 100 55-120 Dense masonry, cast concrefe, high alkalinity, not effected by UV light or} L hour to touch
Micro-Seal Clear Water Repellent porous surfaces . . full cure 48-72 hours
weathering, 6-8 hour pot life
Prosoco, .
HydroSeal 20 256 20 125-250 Parking & Concrete structues N/A 24 hours
Hill Brothers, . Deep penetrating, spalling, cracking,
Desert Brand DB Total Sealer 250 NIA 125-175 | Tiles, masonry, concrete Surfice%iiscolora\tion and efflorescence resistan| 23 hrs
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Rainguard,

Decks, resurfaced concrete

. Slip resistant, excellent adhesion, weath

bi

American 700 Clear Masonry Deck Sealer 236 NIA 100 cementnnoq; surfaces, or othp resistant, fast drying 2 hours
non-resilient substrates
Prosoco, Concrete, stucco & most . n -
Concrete ScienceWaterPel 211 4 N/A masonry surfaces Long lasting, water repellent, alkali resistgnt N/A
Concrete, fired clay, marble ) )
Prosoco, 211 4 50-175 travertine, limestone, granite| Long lasting .water repellent, UV, alkali 1 hr. touch
Weather Seal GP, General Purpose Water Repdllent resistant, penetrant
sandstone, slate
L&M, 195 15 50-100 Concrete Block Non-yellowing, mildew resistant, good water 2 hours
Hydroblock repellent
L&M, 195 8 100-250 Vertical concrete masonry ufits  Longrigsivater repellent, non-yellowin 2 hours
Hydropel WB v 9rigs P ’ Y P
Prosoco, 194 7 N/A Concrete & mason Long lasting, water regpe| alkali resistan| L hr. touch
Concrete Science Silox 10 Y 9 9. 24 hrs cure
Okon, Vertical surfaces only, Concrete .

Plugger Water Repellent Sealer OK-950 146 NIA NIA block, masonry, stucco UV, water resistant, non-flammable NIA
Sierra Corp (TK Products), 140 20 50-250 Concrete, stucco, parking | Excellent penetration, UV, alkali, industrigl N/A
TK-290 WB Tri-Siloxane structures, bridge decks fumes and water resistant

Okon, 134 N/A N/A Brlgk-glazed, concrete, granitp, Water, household chemicals resistant, nqn- N/A
W-1 Water Repellent Sealer OK-910 limestone, plaster, stucco flammable
Prosoco, .
Concrete Science Water Pel Natural Stone 129 5 N/A Stone & masonry surfaces Long lasting, wetpellent 4-6 hrs
Okon, Adobe block, brick, concrete] Water, household chemicals resistant, nqn-
W-2 Water Repellent Sealer OK-920 119 NIA NIA stucco flammable NIA
Sherwin Williams, 114 10 100-250 Con;féi,sglcgor::sgzr%aimc er Efflorescence, spalling, salt and water 15 min. touch
H & C Concrete & Masonry Waterproofing Sealer ’ s?ucco ! ’ resistant, 2-4 hrs recoat
Facades, pre-cast concrete] .
Karnak, 40-80 N/A 125-175 roadways, stucco, brick, terrg- Water repellen.t, good pt.enet.rauon, preveifts 7-10 days cure
LL10, LL20 spalling, chloride ion
cotta
Concrete, concrete aggregafe ]
Degussa/ChemRex, 75 N/A 100-300 | panels, stucco, vertical surfacs Durable, non yellowmg, breathable, sem| N/A
Thoroglaze S . gloss finish
interior/exterior
Farwest, 62 23 117-352 Concrete Floors Excellent weathenng, chemical, alkali, wafer 1 hr touch
X-5645 Aqueous Concrete Sealer resistance
Sierra Corp (TK Products),
TK-1311 WB Silane Concentrate 59 N/A 150 Concrete Water repellent N/A
L&M, 50 N/A 150-200 All concrete surfaces, brick Highly resnstant.to moisture, salt, good N/A
Aquapel & Aquapel Plus pavers, aggregate penetration, breathable
Masonry, stucco, roof, brick,
All Pro, . . . . 1 hr touch
All-Seal Waterproofing Sealer 47 14 100-250 stone, adob:t:rywall, plaste[, Highly penetrating, UV, alkali resistant 4.6 hrs recoat
Rainguard, 20 s 45-120 Masonry, concrete, stucco, EH Water repellent, UV, chloride resistant, 1 hour to touch
Regular Clear Water Repellent composite prevents spalling and cracking 1 day to recoat
Rainguard, 20 s 45-150 Masonry, concrete, stucco, EH Water repellent, UV, chloride resistant, 1 hour to touch
Super Clear Water Repellent composite prevents spalling and cracking 1 day to recoat
Rainguard, a7 12 55-120 Masonry, concrete, stucco, EH  Superior water repellency, UV , chloride] 1 hour to touch
Blok-Lok Clear Water Repellent clay, adobe resistant 1 day to recoat
Smiland (Morwear), Excellent elongation, durability,, water
Elastomeric Waterproofing, Clear 2571-70 30 N/A 80-200 Concrete, wood & masonry resistance 1-2 hrs touch
United Coatings, UV stable, deep penetrating, chloride, 15 minutes
Canyon Tone Clear Transparent W/B Sealer 29 10 100-250 Conerete, masonry spalling, water resistant, non-yellowing 1 hr. cure
Vertical surfaces only, Stone] X .
Seal-Krete, 15 25 80-300 brick, adobe, wood, plaster Waterproofing, excellent adhesion, non 1-2 hours

High Solids Waterproofing Sealer

limestone, coral, drywall

yellowing, breathable
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Seal-Krete,

Stucco, concrete, brick, roof ti

e, Non-yellowing , good adhesion and

Waterproofing Sealer 10 50-300 wood, siding, metal, adobe| penetration 1-2 hours
. Concrete, masonry, brick, . .
IEx: Hemy Dty Witerprodfing 2655-70 N 50200 | - stucco,sones, porous e |0 FEEEE S R R A et | 72 hours
vy Duty P 9 sandstone, slate 9 - hignly p
Concrete driveways, walkwayf,
brick paver, patio deck steps, .
GE Sealants & Adhesives, 27 125-450 vertical masonry surfaces Ur\ésriesf:r:ftnc;yci:ziilfmbvl\;::e?:ir:epjlll?;icy 12-14 hours for foot traffic
VIP1550 Concentrated Water Repellent including natural and synthetic . 9. S 9. ’ 7 day cure
! . spalling, chloride ion
stone, tilt up concrete, brick,
clay tile, stucco and block
Life Paint Company, Concrete, masonry blocks, ) . X
#1325 Micro-Life Concrete Masonry Sealer 6 100-150 stucco Fast drying, penetrating Fast drying
BEHR, N/A 250 Block, pavement, stucco, brick, Excellent penetration, resists spalling, 24-48 hrs
No. 980 Concrete & Masonry Waterproofer unglazed tile, concrete, slats efflorescence, mildew
Degussa/ChemRex Interior/exterior,
9 Y N/A 200-300 vertical/horizontal concrete,| Penetrates, seals, water repellent, breathfible N/A
Thoroclear Special I
aged limestone
L&M, N/A 200 Concrete floors Abrasion re5|stant., non-yellowing, chip ard 2.4 hours
Seal Hard peel resistant, odorless
Prosoco, 18 200-600 Concrete surfaces Resistant to chem|cgls, oil, gas, & rubbefr 4-5 days
ToughCoat PS marking
Samuel Cabot, 6 100-250 Wood, masonry, concrete, brigk, Washable, water, oil and grease repellent, 3 hrs touch
Waterproofing With Teflon Surface Protector 1000 stone & unglazed tile mildew resistant 24 hours recoat
Sherwin Williams, 3 N/A Concrete, concrete block, bric| Flexible, durable, inhibits mold and milde: 1-4 hrs touch

H & C WB-50 Water Based Water Repellent

tiles, plaster

growth
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ented

Benjamin Moore,

such as smooth stucco,

For uncoated or new masonfy
and previously painted surfac:

»

Resistant to wind driven rain, salt spray (fdg

2 hrs touch

100% Acrylic Elastomeric Waterproof Coating Flat 250 39 80-100 concrete/cinder block, fiber . . .
. . mildew, long lasting Overnight recoat
056, White cement siding, pre-cast concre
poured in place concrete, and
up construction
Uncoated or new masonry ar|d
Benjamin Moore previously painted surfaces sy
100% Acrylic Elastomeric Waterproof Coating Ldw 250 39 60-80 as»stucco, concr.et.e/cmder blol Resistant to wlnd driven raln., salt spray (fdg), 2 hr.s touch
B fiber cement siding, pre-cas mildew, long lasting Overnight recoat
Lustre 055, White !
concrete, poured in place
concrete, and tilt-up construction
New and previously painted
- stucco, concretg black, CaSt-n(fapable of 330% elongation, mildew resis|
Benjamin Moore, 250 49 40-80 place, precast, tilt-up concretewmd driven rain resistant, allows water vagpor 2 frs touch
Moorlastic, Elastomeric-Fine Texture 060, White exterior insulation finishing . 4-6 hours
; transmission
systems (EIFS), brick, wood, d
metal
Benjamin Moore, Concrete, masonry, stucco, bl . . 1 hr touch
Masonry Sealer 066, White 200 13 200-400 construction Excellent adhesion, alkali resistant 4 hrs recoat
Hill Brothefs, ] 200 6 200-450 Concrete, masonr.y, floors, Excellent qdhesmn, deep pe.netrant, scyff 24 hrs
Concrete/Masonry Floor Paint & Sealer-Pigmented porches, patios resistant, non-yellowing
Sherwin Williams, Interior & exterior concrete, .
H & C Block Shield Masonry Waterproofer, White 173 42 75-150 masonry UV resistant, ab.ove. and below grade 1 hr touch
X ; application 3 hrs recoat
and various colors stucco, bricks
Columbia. Interior, exterior masonry,
Master Grip Modified Acrylic Primer 05-054, Off 156 " 215 concrete, brick & concrete Excellent adhesion, alkali resistant, hig 1-2 hrs touch
X block coverage 16 hrs recoat
white
Rainguard, Masonry, balconies, decks,| Slip resistant, excellent adhesion, weathpr
American 500 Colored Masonry Deck Sealer| 109 NIA 120 patios, driveways, walkways| resistant, fast drying 1-2 hours
Poly-Carb, Block, concrete, stucco and| . .
Mark 87.6 Smooth Elastomeric Wall Coating 100 N/A N/A cement Flexible, breathable, UV resistant N/A
Sherwin Williams, . . -
ConFlex XL Texture High Build A5-800 Series, M 94 49 70-80 Concrete, stucco, masonry Extremely strong adhesion, mildew resistgnt, 4 frs tauch
flexible, durable 24 hrs recoat
Colors
Sani-Tred, 78 9 N/A Concrete decks, metal, wooq, Water repellent, excellent adhesion, UV N/A
AR-SF Colorcoat (Gray, Tan or White) masonry chemical, blister, cracking, peeling resistqnt
Everest Coatings, 3 hrs touch
Evercoat 700S High Modulus Waterproof Coatirj]g, 69 60 50-100 Concrete, masonry, stucc Durable, U\Wenilresistant, good adhesfon
1 12-24 hrs recoat
Vertical and overhead concrefe
Degussa/ChemRex, 58 49 60-100 surfaces, DOT concrete | Resists wind driven rain, weathering, erosjon 1-2 hrs touch
Thorocoat DOT structures, previously coatedand impact, water vapor permeable, recoafable 2-4 recoat
surfaces
Dequssa/ChemRex Pedestrian traffic concrete deq
9 ' 56 49-51 N/A floors, walkways, stairs, Skid, UV, weather resistant 24 hrs cure
Thorocoat F-74 R
swimming pool decks
Vista Paint, ) . .
500 Solotex Concrete Masonry Sealers 4600 58 51 35-60 Concrete, stucco, plaster, Excellent elongation, superior adhesion g:rrss rtgsg;

Uniprime Il, White and Tintable

masonry

durability
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Exterior above grade concrefe " . . .
Degussa/Chngex, 38-50 58 50-100 structures, brick and concreth Flexible, breathable, _uv, wind driven rairy, 6 hrs touch
Thorolastic CO,resistant 12-24 recoat
masonry
Exterior, above grade walls,
Degussa/ChemRex, 44 47 80 previously coated surfaces, aged-lexible, breathable, UV, weather resistant 5 hrs touch
Thorogard 12-24 hrs recoat
stucco, concrete, plaster
EVR-Gard Coatings, 1 hr touch
119 Elastomeric Wall Coating, White and custom 25 45 50-100 Wood, masonry, concrete, metal Tougkibfie, water repellent 24 hrs recoat
colors
Concrete, block, brick, poroup
Degussa/ChemRex, 225-450 stone, basements and retainingBreathable, waterproof, covers defects and
0 N/A X X X 7-10 day cure
Thoroseal per 50 Ibs walls, bridges, foundations, blemishes
above and below grade
EPMAR, . . .
Tru-Kote 1120 High Solids Epoxy, 0 95 250-300 Concrete, masonry, fiberglassExce”erlt adhe‘smn, chemlcal resistance, (30 6-8 hrs recoat
X minute pot life
2 component, Various Colors
Poly-Carb, . . . L
Mark 154 (2 component) 0 N/A N/A Highway bridge decks Flexible, de-slicking N/A
Poly-Carb, . . . L .
Mark-163 Flexogrid (2 component) 0 N/A N/A Highway bridge decks Flexibe, de-slicking,mporous, fast-curing N/A
Gaco Western Inc., Excellent resistance to water immersion, g|
GacoFlex LM-60 Urethane Black, 0 100 25 Concrete, metal & plywood| alkali and salt resistance, durable, 1 hour pot N/A
2 life
Both Clear and Pigmented
Benjamin Moore, Exterior Use on masonry
Moore's Alkyd Masonry Sealer C077, White/Clepr 350 55 100-300 surfaces NIA NIA
. Steel, aluminum, galvanized . ) .
JFB Hart Coatings, Inc Superior color, gloss retention, non-yellowi 8 minutes to touch,
HP-146 Clear/Pigmented 100 33 240-480 | metal, concr\zge()/glock, masonfy. good chemical and abrasion resistancq 30 minutes to recoat
Okon, Basgment walls., block walls Low abrasiveness, non-flammable, UV 0.5 hrs touch
) 90 70 N/A brick, foundations walls, .
Waterstopper OK-970, Tintable - resistant, breathable 3 hours recoat
retaining walls, stucco
JFB Hart Coatings, Inc ) . . ) )
HP-105 Clear/Pigmented E/l, 0 53 350-450 Steel, aluminum, galvanized Non-yellowing, UV and chemicals resistant, 6-8 hrs recoat

2

metal, concrete/block, mason

ry  flexible, mar and abrasion resistant

N/A= Not Available
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